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ITA 2. Functioning and General Information 

Mag. Level Gauge type ITA  

ITA 2.1 Magnetically Controlled Liquid Level Gauge typ ITA 

The product line ITA is used wherever fluid level has to 

be monitored, indicated and controlled in a reliable 

way, especially with corrosive, toxic and inflammable 

fluids with a viscosity up to max. 5000 mPa s. 

The ITA level indicators offer a reliable, accident-free 

and maintenance-free usage, through a simple and 

break-resistant construction at a maximum process 

pressure of 320 bar and a temperature range from -50 

through +400 °C. The fluid level is indicated directly with 

a separation of the measurement and indication area. 

The magnetic transfer of the fluid level from the tank to 

the indicator is continuous and vibration-resistant, even 

in the case of fast changing levels. 

It is possible to mount the indication in any position on 

the pipe circumference. There is no corrosion of the 

indication. The ITA instruments can be used in open or 

closed vessels. A definite level measurement without 

any power supply is guaranteed due to a continuous 

rotation of the wafers, even if a power loss in the plant 

occurs. 

 

 

Functional Principle: 

A float chamber [2] is connected [1A and 1B] to the tank [1], and following the law of communicating 

tubes, the level in the float chamber is equal to the level of the tank. The float [3] follows the fluid 

level and transmits its movements contact-free to the indication rail [4] mounted on the outside. The 

float has a special magnet, which rotates the wafers by 180° as it passes them. The result is a clearly 

defined level indication, with the level shown in a continuous red stripe strongly contrasted to the 

white above. At increasing level, the colour of the wafer changes from white to red and vice versa. 

The indication rail and the wafers are made from Markolon, so that there will never be a problem of 

corrosion in humid and aggressive atmosphere. Each Wafer has a permanent magnet, that is why the 

indicator is shock-proof. Moreover, as there is no turbidness because of product contamination of 

the UV-radiation, the readability remains unobjectable even after some years. 

All models are available with electronic alarms, which can be mounted at any position during 

operation of the system, which renders possible an optimal definition of the min. and max. data 

points. The indicator can be equipped with a scale for volume or height (depending on the 

ŎǳǎǘƻƳŜǊΩǎ ǎǇŜŎƛŦƛŎŀǘƛƻƴǎύΦ 
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ITA 2.2 Level Measurement Tasks 

 

Mag. Level Gauge type ITA  

1.) Indicating the fluid level 

2.) Monitoring the level with alarm contacts 

3.) ¢ǊŀƴǎŦŜǊǊƛƴƎ ǘƘŜ ƭŜǾŜƭ ǳǎƛƴƎ ƳŜŀǎǳǊŜƳŜƴǘ ǾŀƭǳŜ ǎŜƴǎƻǊǎ όŀƴŀƭƻƎǳŜ ǎƛƎƴŀƭ пΧмл Ƴ!ύ ǘƻ ŜƭŜŎǘǊƻƴƛŎ 

display units 

4.) Interface level measurement 

ITA 2.3 Advantages 

No risk of glass breakage as a result of the separation of the measurement and indicator areas. The 

float principle means that changes of the density in the medium have very little influence on the 

indication accuracy. 

ITA 2.4 Switches / Alarm Contacts 

Magnetic level indicators can be equipped with an 

arbitrary number of switch contacts. In contrast to 

electric float switches, switch contacts may be 

installed at any position of the stand pipe. Wherever 

additional float chambers are needed for float 

switches, magnetically controlled level gauges offer a 

considerable price benefit. 

Electrical level measurement transducers which use 

the displacement principle must be recalibrated each 

time the fluid density has changed. The price of a 

magnetically controlled level indicator with integral 

electrical measurement transducer is considerably 

lower than level measurement transducers. The reed 

chain with an R/I measurement transducer can be 

changed without interrupting the operation. The 

measurement chamber is hermetically sealed ς there 

is no contact between the fluid chamber and the reed 

chain. 

The switches / alarm contacts are secured with pipe 

clips, and can be adjusted to any desired height. The connection is using 3-core cable or casing 

terminals. The changeover contact can be used as opener or closer. The switches are also available as 

explosion-proof version. 

 



9 

ITA 2.5 Floats 

Mag. Level Gauge type ITA  

The construction of the float requires a great amount of 

technical knowledge. The float with its special magnet can 

rotate freely in the float chamber. The Intra construction 

avoids a guide wire and other devices. The float materials 

are stainless steel, 1.4571(316Ti), 1.4435 (316L) or titanium 

(PVC, PP, PVDF in case of the plastics level gauges). Floats 

without gas-pre-stressing are used from a minimum density 

of 0,35 kg/dm³. The maximum process pressure for sealed 

floats is 250 bar; at higher pressures the floats must be 

relieved from pressure (not to be used for condensing 

media). Intra-Automation mag. level gauges type ITA work 

up to a viscosity of 5000 mPa s. 

ITA 2.6 Indication Rail 

The ITA level gauges can be supplied with indication rails made from 2 different materials. Makrolon 

indication rails are resistible to breakage. The max. permissible media temperature is 120°C, with 

20°C ambient temperature and natural convection as test conditions. The rails are resistible to UV-

radiation and aggressive atmospheres and are sealed against dust by two seal-caps. Aluminium 

indication rails can be supplied as one-part rail up to a length of 6 m. The sight cover material 

depends on the temperature, up to 150°C the material is Makrolon and up to 400°C it is glass. The 

surface of the indication rail can b coated with Sakaphen if required, the standard surface is brown-

anodized. 

 ITA 2.7 Materials 

The gauge chamber and the floats are made of stainless steel (1.4571), 254SMO (1.4529), titanium, 

Hastelloy, PVC, PP, PVDF and PTFE. Other material on request. 

ITA 2.8 Special Versions 

1.) ¢ǊŀƴǎƳƛǘǘŜǊΣ ƻǳǘǇǳǘ ǎƛƎƴŀƭ лΧнл ƻǊ пΧнл ƳA 

2.) Steam jacket, e.g. for viscous media 

3.) Float chamber with Armaflex®-insulation for temperatures below zero (centigrade) 

4.) Scale made of Gravoloy (white plastic) or aluminium red anodized 

5.) Two parts version without interruption of the indication, for measuring lengths > 5 m 

6.) Works report DIN 50049 

7.) Level Indicator in Marine Design (Germanischer Lloyd, Bureau Veritas, Det Norske Veritas, 

[ƭƻȅŘΩǎ wŜƎƛǎǘŜǊύ 

8.) Usage as an overfilling guard for tanks storing inflammable and non-inflammable water polluting 

liquids. 

9.) ITA Cryogenic versions for refrigerants 

10.) ITA with lining made of PTFE 

11.) ITA with inside coating made of E-CTFE (Halar) 
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ITA 2.9 Additional Equipment 

 

Mag. Level Gauge type ITA  

1.) Anti-freezing heating belt for use in the open air 

2.) Vent/drain valves, threaded or flanged connection 

3.) aŜŀǎǳǊƛƴƎ ǎŎŀƭŜΣ ŘƛǾƛǎƛƻƴǎ ǘƻ ŎƭƛŜƴǘΩǎ ǎǇŜŎƛŦƛŎŀǘƛƻƴǎ 

4.) Armaflex®-insulation 

5.) Protective hose, additional protection of the indicator against dust, dirt and moisture 

6.) Plastic indicator with armouring 

ITA 2.10 Inspection / Certificates 

1.) Material certificate EN 10204 2.1 

2.) Material certificate EN 10204 2.2 

3.) Material certificate EN 10204 3.1/3.2/3.3 

4.) Test according to NACE 

5.) Pressure test certificate 

6.) Pressure test according to ά!5-aŜǊƪōƭŀǘǘέ ōȅ DŜǊƳŀƴ ¢«± 

7.) Construction and pressure test as per TRD by German TÜV 

8.) Dye penetration test DIN 54152 part 1 

9.) X-ray-test in accordance with 54111 part 1 

10.) PMI-check 

11.) ATEX certification 

12.) General approval of construction inspection in accordance with §19 water resources law -WHG- 

and §12 law about flammable liquids ς VbF 

13.) Water level controller component check as per VdTÜV/WR91-352 

14.) Germanischer Lloyd 

15.) Certificate of Passivation 

16.) Weight certificate 

17.) PED 97/23/EG 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-3 3.1.1 ITA-3 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Addional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA-3 

Principle : Communicating tubes with magnetic float 
   

Mounting position : Vertical 
   

Measuring range : max. 5000 mm (one-part) 
> 5000 mm 2 or multipart 

   

Pipe diameter : 60,3 x 2 mm welded 
60,3 x 2 mm seamless 
нέ {ŎƘ мл 

   

Process connection : to specify: 
CƭŀƴƎŜǎ 5bмрΧрл όмκнέΧнέ мрлІύΣ 
welding or threaded stud 

   

Drain/Vent connections : tƭǳƎ wмκнέ (for more, please see order codes) 
   

Pipe material : 1.4404; 1.4435; 1.4539; Hastelloy C4 (2.4610); Inconel 625 (2.4856); 
Inconel 825 (2.4858); Titanium (3.7035)  
(other materials on request) 

   

Flange material : same as pipe material 
   

Float material : 1.4404 
Titanium; Titanium/E-CTFE-coated 

   

Operation temperature : -рлΧҌплл ϲ/ 
   

Operation pressure : max. 16 bar 
   

Operation density : min. 0,3761 kg/dm³ 
   

Viscosity : max. 5000 mPa s 
   

Bolts & Nuts : CS 
SS 

   

Gasket : PTFE up to 100 °C 
Klingersil C4400 up to 175 °C 
Graphit spiral wound up to 400 °C** 

   

Indication rail : Makrolon® up to 120 °C 
Aluminium up to 400 °C 
1.4301 up to 400 °C 

   

Float types : Cylindrical, sealed type 
Length: 

- 270 mm 
- 130 mm 
- 150 mm 
- 210 mm 
- 330 mm 
- 430 mm 
- 530 mm 
- 630 mm 

   

Standard dimensions : - A = 240 mm* 
- B = 130 mm 
- C = 40 mm 

Base equipment printed in bold letters! 

*for densities <0,7374 kg/dm³, enlarge scale A 

**only with vent - ŀƴŘκƻǊ ŘǊŀƛƴ ŦƭŀƴƎŜǎ 5bрл όǊŜǎǇΦ нέύ 
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Mag. Level Gauge type ITA  

ITA-3.0 3.1.2 ITA-3.0  

Characteristics: PN16 / Float pipe: 1.4404 and flanges: CS 

 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Addional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA-3.0 

Principle : Communicating tubes with magnetic float 
   

Mounting position : Vertical 
   

Measuring range : max. 5000 mm (one-part) 
> 5000 mm 2 or multipart 

   

Pipe diameter : 60,3 x 2 mm welded 
60,3 x 2 mm seamless 
нέ {ŎƘ мл 

   

Process connection : to specify: 
CƭŀƴƎŜǎ 5bмрΧрл όмκнέΧнέ мрлІύΣ 
welding or threaded stud 

   

Drain/Vent connections : tƭǳƎ wмκнέ (for more, please see order codes) 
   

Pipe material : 1.4404 
   

Flange material : CS 
   

Float material : 1.4404 
Titanium; Titanium/E-CTFE-coated 

   

Operation temperature : -рлΧҌплл ϲ/ 
   

Operation pressure : max. 16 bar 
   

Operation density : min. 0,3761 kg/dm³ 
   

Viscosity : max. 5000 mPa s 
   

Bolts & Nuts : CS 
SS 

   

Gasket : PTFE up to 100 °C 
Klingersil C4400 up to 175 °C 
Graphit spiral wound up to 400 °C** 

   

Indication rail : Makrolon® up to 120 °C 
Aluminium up to 400 °C 
1.4301 up to 400 °C 

   

Float types : Cylindrical, sealed type 
Length: 

- 270 mm 
- 130 mm 
- 150 mm 
- 210 mm 
- 330 mm 
- 430 mm 
- 530 mm 
- 630 mm 

   

Standard dimensions : - A = 240 mm* 
- B = 130 mm 
- C = 40 mm 

Base equipment printed in bold letters! 

*for densities <0,7374 kg/dm³, enlarge scale A 

**only with vent - ŀƴŘκƻǊ ŘǊŀƛƴ ŦƭŀƴƎŜǎ 5bрл όǊŜǎǇΦ нέύ 



15 

Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.3 Pressure-Temperature Table ITA-3 (float pipe)  

 



16 

ITA-3/-3.0 3.1.4 Order Codes 

Mag. Level Gauge type ITA  

Mag. Level Gauge 
Type ITA-3 & ITA-3.0 / PN16/150 lbs 

 
 

Order Codes mag. Level gauge type ITA-3 & ITA-3.0 / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-3, PN16/150 lbs 

 1. Type 

ITA-3 ITA-3, PN16/150 lbs /Float pipe and Flanges: 1.4404 

ITA-3.0 ITA-3.0; PN16/150 lbs /Float pipe: 1.4404; Flanges: CS 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

04 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L C to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. B: 240 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K33 > 5000 mm - with flange connection: DN32 PN16, two or more parts design 

K56 > 5000 mm - with flange connection: DN50 PN16, two or more parts design 

KLG > 5000 mm - with flange connection: 2" ANSI 150 lbs, two or more parts design 

 7. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 7.2 nomianl size / pressure rating 

000 welding or threaded connection 

A03 DN15 / PN16 

A13 DN20 / PN16 

A23 DN25 / PN16 

A33 DN32 / PN16 

A43 DN40 / PN16 

A53 DN50 / PN16 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A ( without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 9. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B33 Flange DN32 PN16 incl. blind flange 

B53 Flange DN50 PN16 incl. blind flange 

BLG Flange 2" ANSI 150 lbs incl. blind flange 

L53 Flange DN50 PN16 reinforced for shut-off valve on side 

LLG Flange 2" ANSI 150 lbs reinforced for shut-off valve on side 

YY others, please specify 

 9.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A ( without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9.2 Gasket 

00 without 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galvanized (2" 
150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

CE ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RTJ) 

CF ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RTJ) 

CG ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RTJ) 

CH ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RTJ) 

CJ ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RTJ) 

CK ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RTJ) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

CL ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RTJ)  

CM ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RTJ)  

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

CN ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RTJ) 

CP ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 150lbs RTJ) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

CR ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

CT ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

YY others, please specify 

 10. Drain plug 

0 without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 11. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 11.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 11.2 nominal size / pressure rating 

000 without 

D03 stud with flange DN15 / PN16 

D13 stud with flange DN20 / PN16 

D23 stud with flange DN25 / PN16 

D33 stud with flange DN32 / PN16 

D43 stud with flange DN40 / PN16 

DEG stud with flange 1/2" / 150 lbs 

DFG stud with flange 3/4" / 150 lbs 

DGG stud with flange 1" / 150 lbs 

DHG stud with flange 1 1/4" / 150 lbs 

DKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

 11.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E03 DN15 PN16 

E13 DN20 PN16 

E23 DN25 PN16 

E33 DN32 PN16 

E43 DN40 PN16 

EEG 1/2" ANSI 150 lbs 

EFG 3/4" ANSI 150 lbs 

EGG 1" ANSI 150 lbs 

EHG 1 1/4" ANSI 150 lbs 

DKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 11.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C33 Flange with blind flange DN32 PN16 

C53 Flange with blind flange DN50 PN16 

L53 Flange with blind flange DN50 PN16, reinforced for shut-off-valve on side 

CLG Flange with blind flange 2" ANSI 150 lbs 

LLG Flange with blind flange 2" ANSI 150 lbs, reinforced for shut-off-valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 12.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12.2 Gasket float pipe top end finish flange 

00 without (top = End cap) 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 12.3 Bolts & nuts float pipe top end finish flange 

00 without (bottom side = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galvanized (2" 
150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

CE ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RTJ) 

CF ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RTJ) 

CG ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RTJ) 

CH ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RTJ) 

CJ ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RTJ) 

CK ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RTJ) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

CL ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RTJ)  

CM ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RTJ)  

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

CN ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RTJ) 

CP ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 150lbs RTJ) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

CR ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

CT ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

YY others, please specify 

 13. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 14. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 14.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 14.2 Nominal size / pressure rating 

000 without 

F03 stud with flange DN15 / PN16 

F13 stud with flange DN20 / PN16 

F23 stud with flange DN25 / PN16 

F33 stud with flange DN32 / PN16 

F43 stud with flange DN40 / PN16 

FEG stud with flange 1/2" / 150 lbs 

FFG stud with flange 3/4" / 150 lbs 

FGG stud with flange 1" / 150 lbs 

FHG stud with flange 1 1/4" / 150 lbs 

FKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

 14.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G03 DN15 PN16 

G13 DN20 PN16 

G23 DN25 PN16 

G33 DN32 PN16 

G43 DN40 PN16 

GEG 1/2" ANSI 150 lbs 

GFG 3/4" ANSI 150 lbs 

GGG 1" ANSI 150 lbs 

GHG 1 1/4" ANSI 150 lbs 

GKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 14.4 Flange Faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

000 without  

AAA welding or threaded connection 

H03 DN15 / PN16 

H13 DN20 / PN16 

H23 DN25 / PN16 

H33 DN32 / PN16 

H43 DN40 / PN16 

H53 DN50 / PN16 

HEG 1/2" / 150 lbs 

HFG 3/4" / 150 lbs 

HGG 1" / 150 lbs 

HHG 1 1/4" / 150 lbs 

HKG 1 1/2" / 150 lbs 

HLG 2" / 150 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 15.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

AA welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15.4 Gasket Counter Flanges 

00 without  

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Mag. Level Gauge type ITA  

Code Description 

 15.5 Bolts & nuts counter flanges 

00 without (bottom side = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galvanized (2" 
150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

CE ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RTJ) 

CF ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RTJ) 

CG ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RTJ) 

CH ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RTJ) 

CJ ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RTJ) 

CK ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RTJ) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

CL ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RTJ)  

CM ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RTJ)  

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

CN ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RTJ) 

CP ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 150lbs RTJ) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

CR ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

CT ASME B16.5 UNC: 5/8" x 95 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RTJ)  

YY others, please specify 

 16. Additional bracket welded to the float pipe 

0 without  

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3/-3.0 3.1.4 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

3V0100K1 16 1.4404/316L 52 125 1,4907 sealed  

3V0100K3 16 1.4404/316L 52 125 1,0524 sealed 1 

3V0120K1 16 1.4404/316L 52 145 1,2346 sealed  

3V0120K3 16 1.4404/316L 52 145 0,9034 sealed 1 

3V0150K1 16 1.4404/316L 52 175 0,9905 sealed  

3V0150K3 16 1.4404/316L 52 175 0,8606 sealed 1 

3V0180K1 16 1.4404/316L 52 205 0,8781 sealed  

3V0180K3 16 1.4404/316L 52 205 0,7022 sealed 1 

3V0240K1 16 1.4404/316L 52 265 0,7374 sealed  

3V0240K3 16 1.4404/316L 52 265 0,6209 sealed 1 

3V1240K1 16 1.4404/316L 52 265 1,0000 sealed  

3T0100K1 16 Titanium 50,8 125 1,1788 sealed 2 

3T0100K3 16 Titanium 50,8 125 0,7821 sealed 1, 2 

3T0120K1 16 Titanium 50,8 145 0,9646 sealed 2 

3T0120K3 16 Titanium 50,8 145 0,6514 sealed 1, 2 

3T0150K1 16 Titanium 50,8 175 0,7763 sealed 2 

3T0150K3 16 Titanium 50,8 175 0,5674 sealed 1, 2 

3T0180K1 16 Titanium 50,8 205 0,6716 sealed 2 

3T0180K3 16 Titanium 50,8 205 0,5094 sealed 1, 2 

3T0240K1 16 Titanium 50,8 265 0,5723 sealed 2 

3T0240K3 16 Titanium 50,8 265 0,4550 sealed 1, 2 

3T0300K1 16 Titanium 50,8 325 0,4955 sealed 2 

3T0300K3 16 Titanium 50,8 325 0,4063 sealed 1, 2 

3T0400K1 16 Titanium 50,8 425 0,4358 sealed 2 

3T0400K3 16 Titanium 50,8 425 0,3761 sealed 1, 2 

3T0500K1 16 Titanium 50,8 525 0,4017 sealed 2 

3T0500K3 16 Titanium 50,8 525 0,3539 sealed 1, 2 

3T0600K1 16 Titanium 50,8 625 0,3761 sealed 2 

3T0600K3 16 Titanium 50,8 625 0,3371 sealed 1, 2 

3H0150K1 
 

16 
 

Titanium, 
Halar-coated 

52 
 

175 
 0,902 sealed  

3HC012K1 16 Hastelloy C4 52 145 1,2455 sealed  

3HC024K1 16 Hastelloy C4 52 265 0,7510 sealed  

3HC024K3 16 Hastelloy C4 52 265 0,6296 sealed 1 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-3 Cryo 3.2.1 for cryogenic applicaitons, non-vaporizing fluids 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Drain plug 
2 c to c distance  10 Additional drain flange, open 
3 Design (Indication rail) 11 Float pipe top end finish 
4 Armaflex® insulation 12 Vent plug 
6 Process connection side/side 13 Counter flanges 
7 Side studs welded with T-pieces  14 Additional bracket 
 for 100 % X-ray-testing 15 Float pipe seamless 
8 Float removal flange 16 Float 
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -3 Cryo  
 

   

Principle : Communicating tubes with magnetic float 
   

Mounting position : vertical 
   

Measuring range : max. 5000 mm (one -part)  
> 5000 mm 2- or multipart 

   

Pipe diameter : 60,3 x 2 mm welded,  
 

   

Process connection : to specify: 
Flanges DN15 -50 (1/2ñ-2ñ150#), 
Welding or threaded stud  

   

Drain/vent connections : Plug  G1/2ñ 
   

Pipe material : 1.4404, 1.4435,1.4539, Hastelloy C4 (2.4610),  
Inconel 625 (2.4856), Inconel 825 (2.4858), Titan (3.7035) 
Other materials also possible (on request) 

   

Flange material : same as pipe material 
   

Float material : 1.4404 
Titanium, Titanium/E-CTFE-coated 

   

Operation temperature : -200...+100 °C 
   

Operation pressure : max. 16 bar 
   

Operation density : min. 0,4017 kg/dm³ 
   

Bolts & Nuts : CS (min. -10 °C) 
SS or material in acc. with DIN 17280 

   

Gasket : PTFE min. -150 °C 
Klingersil TOP Chem 2000  

   

Indication rail : Aluminium   
1.4301 

   

Float types : Cylindrical, sealed type 
Length: 

- 270 mm* 
   

Base equipment printed in bold letters!  
* not for vaporizing media (e.g. ammonia)  

 



32 

Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Mag. Level Gauge 
Type ITA-3 Cryo / PN16/150 lbs 

for cryogenic applications / non-vaporizing fluids 
 

Order Codes mag. Level gauge type ITA-3 Cryo / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-3 Cryo, PN16/150 lbs 

 1. Type 

ITA-3-Cryo ITA-3 Cryo, PN16/150 lbs /Float pipe and Flanges: 1.4404 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Armaflex® - Insulation 

0 without insulation 

F Thickness 9 mm; up to -15 °C 

R Thickness 30 mm; up to -50 °C 

T Thickness 70 mm; up to -200 °C 

 4. Size & material float pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

04 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 5. c to c distance 

L C to c distance in mm 

 5.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 6. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K33 > 5000 mm - with flange connection: DN32 PN16, two or more parts design 

K56 > 5000 mm - with flange connection: DN50 PN16, two or more parts design 

KLG > 5000 mm - with flange connection: 2" ANSI 150 lbs, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Code Description 

 8.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 8.2 nominal size / pressure rating 

000 welding or threaded connection 

A03 DN15 / PN16 

A13 DN20 / PN16 

A23 DN25 / PN16 

A33 DN32 / PN16 

A43 DN40 / PN16 

A53 DN50 / PN16 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 10. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B33 Flange DN32 PN16 incl. blind flange 

B53 Flange DN50 PN16 incl. blind flange 

BLG Flange 2" ANSI 150 lbs incl. blind flange 

L53 Flange DN50 PN16 reinforced for shut-off valve on side 

LLG Flange 2" ANSI 150 lbs reinforced for shut-off valve on side 

YY others, please specify 

 10.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 10.2 Gasket 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 10.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electr. galv. (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electr. galva. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Code Description 

 11. Drain plug 

0 without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

 12. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 12.1 standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 10.2 Gasket 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 12.2 nominal size / pressure rating 

000 without 

D03 stud with flange DN15 / PN16 

D13 stud with flange DN20 / PN16 

D23 stud with flange DN25 / PN16 

D33 stud with flange DN32 / PN16 

D43 stud with flange DN40 / PN16 

DEG stud with flange 1/2" / 150 lbs 

DFG stud with flange 3/4" / 150 lbs 

DGG stud with flange 1" / 150 lbs 

DHG stud with flange 1 1/4" / 150 lbs 

DKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 12.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E03 DN15 PN16 

E13 DN20 PN16 

E23 DN25 PN16 

E33 DN32 PN16 

E43 DN40 PN16 

EEG 1/2" ANSI 150 lbs 

EFG 3/4" ANSI 150 lbs 

EGG 1" ANSI 150 lbs 

EHG 1 1/4" ANSI 150 lbs 

EKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

 12.4 Flange face 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

00 without with welded connection or threaded connection 

 13. Float pipe top end finish 

CXX End cap  

C33 Flange with blind flange DN32 PN16 

C53 Flange with blind flange DN50 PN16 

L53 Flange with blind flange DN50 PN16, reinforced for shut-off-valve on side 

CLG Flange with blind flange 2" ANSI 150 lbs 

LLG Flange with blind flange 2" ANSI 150 lbs, reinforced for shut-off-valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Code Description 

 13.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 13.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 13.3 Bolts & nuts float pipe top end finish flange 

00 without (top = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 14. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

 15. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 15.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 15.2 nominal size / pressure rating 

000 without 

F03 stud with flange DN15 / PN16 

F13 stud with flange DN20 / PN16 

F23 stud with flange DN25 / PN16 

F33 stud with flange DN32 / PN16 

F43 stud with flange DN40 / PN16 

FEG stud with flange 1/2" / 150 lbs 

FFG stud with flange 3/4" / 150 lbs 

FGG stud with flange 1" / 150 lbs 

FHG stud with flange 1 1/4" / 150 lbs 

FKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Code Description 

 15.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G03 DN15 PN16 

G13 DN20 PN16 

G23 DN25 PN16 

G33 DN32 PN16 

G43 DN40 PN16 

GEG 1/2" ANSI 150 lbs 

GFG 3/4" ANSI 150 lbs 

GGG 1" ANSI 150 lbs 

GHG 1 1/4" ANSI 150 lbs 

GKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

 15.4 Flange face 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16. Counter Flange Process Connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 16.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 16.2 nominal size / pressure rating 

000 without  

AAA welding or threaded connection 

H03 DN15 / PN16 

H13 DN20 / PN16 

H23 DN25 / PN16 

H33 DN32 / PN16 

H43 DN40 / PN16 

H53 DN50 / PN16 

HEG 1/2" / 150 lbs 

HFG 3/4" / 150 lbs 

HGG 1" / 150 lbs 

HHG 1 1/4" / 150 lbs 

HKG 1 1/2" / 150 lbs 

HLG 2" / 150 lbs 

YYY others, please specify 

 16.3 Flange Face Counter Flanges 

00 without  

AA welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16.4 Gasket Counter Flanges 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes 

Code Description 

 16.5 Bolts & nuts counter flanges 

00 without 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 17. Additional bracket welded to the float pipe 

0 without  

H Bracket 

(pl. see next page) 



43 

Mag. Level Gauge type ITA  

ITA-3 Cryo 3.2.3 Order Codes (continuation) 

Code Description 

 18. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

3C0240K1 16 Titanium 50,8 265 0,5723 sealed 2 

3C0400K1 16 Titanium 50,8 425 0,4358 sealed 2 

3C0500K3 16 Titanium 50,8 525 0,3539 sealed 1, 2 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 



44 

Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-3 CR64 3.3.1 for cryogenic applicaitons, non-vaporizing fluids 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,4 x 2 mm 9 Drain plug 
2 c to c distance  10 Additional drain flange, open 
3 Design (Indication rail) 11 Float pipe top end finish 
4 Armaflex® insulation 12 Vent plug 
6 Process connection side/side 13 Counter flanges 
7 Side studs welded with T-pieces  14 Additional bracket 
 for 100 % X-ray-testing 15 Float pipe seamless 
8 Float removal flange 16 Float 
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -3 CR64 
 

   

Principle : Communicating tubes with magnetic float 
   

Mounting position : vertical 
   

Measuring range : max. 5000 mm (one -part)  
> 5000 mm 2- or multipart 

   

Pipe diameter : 64 x 2 mm welded,  
 

   

Process connection : to specify: 
Flanges DN15 -50 (1/2ñ-2ñ150#), 
Welding or threaded stud  

   

Drain/vent connections : Plug  G1/2ñ 
   

Pipe material : 1.4404, 1.4435,1.4539, Hastelloy C4 (2.4610),  
Inconel 625 (2.4856), Inconel 825 (2.4858), Titan (3.7035) 
Other materials also possible (on request) 

   

Flange material : same as pipe material 
   

Float material : Titanium , Titanium/E-CTFE-coated 
   

Operation temperature : -200...+100 °C 
   

Operation pressure : max. 16 bar 
   

Operation density : min. 0,4017 kg/dm³ 
   

Viscosity : max. 5000 mPa s 
   

Bolts & Nuts : CS (min. -10 °C) 
SS or material in acc. with DIN 17280 

   

Gasket : PTFE min. -150 °C 
Klingersil TOP Chem 2000  

   

Indication rail : Aluminium   
1.4301 

   

Float types : Cylindrical, sealed type 
Length: 

- Ø50,8 x 270 mm* 
- Ø50,8 x 530 mm 

   

Base equipment printed in bold letters!  
* not for vaporizing media (e.g. ammonia)  
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes 

Mag. Level Gauge 
Type ITA-3 CR64 / PN16/150 lbs 

for cryogenic applications / vaporizing fluids 
 

Order Codes mag. Level gauge type ITA-3 _CR64 / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-3 Cryo, PN16/150 lbs 

 1. Type 

ITA-3-CR64 ITA-3 CR64, PN16/150 lbs /Float pipe and Flanges: 1.4404 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Armaflex® - Insulation 

0 without insulation 

F Thickness 9 mm; up to -15 °C 

R Thickness 30 mm; up to -50 °C 

T Thickness 70 mm; up to -200 °C 

 4. Size & material float pipe/material flanges 

07 Ø64x2,0mm (welded), mat.: 316L/316L 

08 Ø64x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 5. c to c distance 

L C to c distance in mm 

 5.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5.2 Lower pipe stand off 

A Dim. B: 240 mm (Standard) 

Y Dim. B. in mm (please advise) 

 6. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K33 > 5000 mm - with flange connection: DN32 PN16, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes (continuation) 

Code Description 

 8.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A03 DN15 / PN16 

A13 DN20 / PN16 

A23 DN25 / PN16 

A33 DN32 / PN16 

A43 DN40 / PN16 

A53 DN50 / PN16 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes (continuation) 

Code Description 

 10. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side) 

B33 Flange DN32 PN16 incl. blind flange 

B53 Flange DN50 PN16 incl. blind flange 

BLG Flange 2" ANSI 150 lbs incl. blind flange 

L53 Flange DN50 PN16 reinforced for shut-off valve on side 

LLG Flange 2" ANSI 150 lbs reinforced for shut-off valve on side 

YY others, please specify 

 10.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 10.2 Gasket 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes (continuation) 

Code Description 

 10.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 11. Drain plug 

0 Without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

 12. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 12.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes (continuation) 

Code Description 

 12.2 nominal size / pressure rating 

000 without 

D03 stud with flange DN15 / PN16 

D13 stud with flange DN20 / PN16 

D23 stud with flange DN25 / PN16 

D33 stud with flange DN32 / PN16 

D43 stud with flange DN40 / PN16 

DEG stud with flange 1/2" / 150 lbs 

DFG stud with flange 3/4" / 150 lbs 

DGG stud with flange 1" / 150 lbs 

DHG stud with flange 1 1/4" / 150 lbs 

DKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

 12.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E03 DN15 PN16 

E13 DN20 PN16 

E23 DN25 PN16 

E33 DN32 PN16 

E43 DN40 PN16 

EEG 1/2" ANSI 150 lbs 

EFG 3/4" ANSI 150 lbs 

EGG 1" ANSI 150 lbs 

EHG 1 1/4" ANSI 150 lbs 

EKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

 12.4 Flange face 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes (continuation) 

Code Description 

 13. Float pipe top end finish 

CXX End cap  

C33 Flange with blind flange DN32 PN16 

C53 Flange with blind flange DN50 PN16 

L53 Flange with blind flange DN50 PN16, reinforced for shut-off-valve on side 

CLG Flange with blind flange 2" ANSI 150 lbs 

LLG Flange with blind flange 2" ANSI 150 lbs, reinforced for shut-off-valve on side 

YY others, please specify 

 13.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 13.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 13.3 Bolts & nuts float pipe top end finish flange 

00 without (top = End cap) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes (continuation) 

Code Description 

 14. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

 15. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 15.1 standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 15.2 nominal size / pressure rating 

000 without 

F03 stud with flange DN15 / PN16 

F13 stud with flange DN20 / PN16 

F23 stud with flange DN25 / PN16 

F33 stud with flange DN32 / PN16 

F43 stud with flange DN40 / PN16 

FEG stud with flange 1/2" / 150 lbs 

FFG stud with flange 3/4" / 150 lbs 

FGG stud with flange 1" / 150 lbs 

FHG stud with flange 1 1/4" / 150 lbs 

FKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes (continuation) 

Code Description 

 15.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G03 DN15 PN16 

G13 DN20 PN16 

G23 DN25 PN16 

G33 DN32 PN16 

G43 DN40 PN16 

GEG 1/2" ANSI 150 lbs 

GFG 3/4" ANSI 150 lbs 

GGG 1" ANSI 150 lbs 

GHG 1 1/4" ANSI 150 lbs 

GKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

 15.4 Flange face 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16. Counter Flange Process Connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 16.1 standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes (continuation) 

Code Description 

 16.2 nominal size / pressure rating 

000 without  

AAA welding or threaded connection 

H03 DN15 / PN16 

H13 DN20 / PN16 

H23 DN25 / PN16 

H33 DN32 / PN16 

H43 DN40 / PN16 

H53 DN50 / PN16 

HEG 1/2" / 150 lbs 

HFG 3/4" / 150 lbs 

HGG 1" / 150 lbs 

HHG 1 1/4" / 150 lbs 

HKG 1 1/2" / 150 lbs 

HLG 2" / 150 lbs 

YYY others, please specify 

 16.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

AA welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16.4 Gasket Counter Flanges 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.3.2 Order Codes (continuation) 

Code Description 

 16.5 Bolts & nuts counter flanges 

00 without 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 17. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3 CR64 3.2.3 Order Codes 

Code Description 

 18. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

3C0501K1 16 Titanium 50,8 525 0,4017 sealed 2, 3 

3C0501K2 16 Titanium 50,8 525 0,3890 sealed 2, 3 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 

3: with spacers 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-3.5 3.4.1 wetted parts E-CTFE-coated 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm 9 Additional bracket 
2 c to c distance  10 Float pipe seamless 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Float 
6 Float removal flange   
7 Additional drain flange, open   
8 Float pipe top end finish   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-3.5 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 3100 mm (one-part, total length max. 3500 mm)  

 > 3100 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 150#),  

 Welding or threaded stud   
  

 

Drain/Vent connections: see order codes   
   

Pipe material: 1.4404 (wetted parts E -CTFE coated)   
   

Flange material: same as pipe material  
   

Float material: Titanium/E-CTFE-coated  
   

Operation temperature: -50..+160 °C  
   

Operation pressure: max. 16 bar  
   

Operation density: min. 0,5645 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

 SS  
   

Gasket PTFE min -150 °C  

 Klingersil TOP Chem 2000   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -130 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm  

Base equipment printed in bold letters! 

*for densities < 1,0 kg/dm³ enlarge the scale A 
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Mag. Level Gauge type ITA  

ITA-3.5 3.4.2 Order Codes 

Mag. Level Gauge 
Type ITA-3.5 / PN16/150 lbs 

Float pipe and flange material 1.4404 
wetted parts E-CTFE-coated (Halar) 

 
Order Codes mag. Level gauge type ITA-3.5 / PN16/150 lbs 

 

Code Description 

 Mag. Level Gauge type ITA-3.5, PN16/150 lbs 

 1. Type 

ITA-3.5 ITA-3.5; PN16/150 lbs; Wetted parts E-CTFE (HALAR®) coated 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.4.2 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

04 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 3100 mm, total length 3500 mm 

00 < 3100 mm - one part design 

K53 > 3100 mm - with flange connection: DN50 PN16, two or more parts design 

KLG > 3100 mm - with flange connection: 2" ANSI 150 lbs, two or more parts design 

 7. Process Connection side/side 

FA flanged connection 

YY others, please specify 

 7.1 standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.3.2 Order Codes (continuation) 

Code Description 

 7.2 nominal size / pressure rating 

A13 DN20 / PN16 

A23 DN25 / PN16 

A33 DN32 / PN16 

A43 DN40 / PN16 

A53 DN50 / PN16 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 8. Float removal flange (bottom side) 

B53 Flange DN50 PN16 incl. blind flange 

BLG Flange 2" ANSI 150 lbs incl. blind flange 

YY others, please specify 

 8.1 Surface float removal flange (bottom side) 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 8.2 Gasket 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.4.2 Order Codes (continuation) 

Code Description 

 8.3 Bolts & nuts float removal flange (bottom side) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 9. Drain plug 

0 without 

 10. Additional drain flange, open 

000 Flange 2" ANSI 150 lbs incl. blind flange 

D13 others, please specify 

D23 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

D33 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

D43 ASME B 16.5 Raised Face (RF) 

DFG ASME B 16.5 Raised Face Smooth Finish (RFSF) 

DGG ASME B 16.5 Flat Face (FF) 

DHG DIN Form C (raised sealing strip ; Rz = 160µm) 

DKG others, please specify 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.3.2 Order Codes (continuation) 

Code Description 

 10.1 Surface float removal flange (bottom side) 

00 without 

E1 stud with flange DN20 PN16 

E2 stud with flange DN25 PN16 

A1 stud with flange DN32 PN16 

A2 stud with flange DN40 PN16 

A3 stud with flange 3/4" ANSI 150 lbs 

D3 stud with flange 1" ANSI 150 lbs 

YY stud with flange 1 1/4" ANSI 150 lbs 

 11. Float pipe top end finish 

C53 Flange with blind flange DN50 PN16 

CLG Flange with blind flange 2" ANSI 150 lbs 

YY others, please specify 

 11.1 Surface float pipe top end finish flange 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 11.2 Gasket 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.4.2 Order Codes (continuation) 

Code Description 

 11.3 Bolts & nuts float pipe top end finish flange 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 12. Vent plug at top end 

0 without 

 13. Additional venting flange, open 

000 without 

F13 stud with flange DN20 PN16 

F23 stud with flange DN25 PN16 

F33 stud with flange DN32 PN16 

F43 stud with flange DN40 PN16 

FEG stud with flange 1/2" ANSI 150 lbs 

FFG stud with flange 3/4" ANSI 150 lbs 

FGG stud with flange 1" ANSI 150 lbs 

FHG stud with flange 1 1/4" ANSI 150 lbs 

FKG stud with flange 1 1/2" ANSI 150 lbs 

YYY others, please specify 

(pl. see next page) 
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ITA-3.5 3.3.2 Order Codes (continuation) 

Code Description 

 13.1 Flange faces 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 14. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.5 3.4.2 Order Codes (continuation) 

Code Description 

 15. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

35H024K1 
 
 

16 
 
 

Titanium, E-
CTFE (Halar®) 

coated 

52 
 
 

265 
 
 

0,6873 
 
 

Sealed 
 
  

35H024K3 
 
 

16 
 
 

Titanium, E-
CTFE (Halar®) 

coated 

52 
 
 

265 
 
 

0,6209 
 
 

Sealed 
 
 

1 
 
 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 

3: with spacers 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-3.8 3.5.1 wetted parts E-TFE-lined, for vacuum service 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm 9 Additional bracket 
2 c to c distance  10 Float pipe seamless 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Float 
6 Float removal flange   
7 Additional drain flange, open   
8 Float pipe top end finish   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-3.8 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: 
max. 1700 mm (one-part, total length max. 2100 

mm)  

 > 1700 mm 2- or multipart  
   

Pipe diameter: 64 x 2 mm welded   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 150#),  
   

Drain/Vent connections: see order codes   
   

Pipe material: 1.4404 (wetted parts E -TFE lined)   
   

Thickness of lining: min. 3,27 mm  
   

Flange material: same as pipe material  
   
Float material: Titanium/E-TFE-coated  
   

Operation temperature: -50..+160 °C  
   

Operation pressure: max. 16 bar / vacuum resistant  
   

Operation density: min. 0,6873 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil -chem -200 up to 260 °C   
   

Indication rail: Makrolon up to 120 °C   

  Aluminium up to 400 °C 

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -150 mm  
   

Standard dimensions: -A = 240 mm*  

 

-B = 130 mm 
-C = 40  

Base equipment printed in BOLD letters! 

*for densities < 1,0 kg/dm³ enlarge the scale A 
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Mag. Level Gauge type ITA  

ITA-3.8 3.5.2 Order Codes 

Mag. Level Gauge 
Type ITA-3.8 / PN16/150 lbs 

Float pipe and flange material 1.4404 
wetted parts E-TFE-lined / applicable for vacuum service 

 
Order Codes mag. Level gauge type ITA-3.8 / PN16/150 lbs 

 

Code Description 

 Mag. Level Gauge type ITA-3.5, PN16/150 lbs 

 1. Type 

ITA-3.8 ITA-3.8; PN16/150 lbs; Wetted parts E-TFE-lined 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

YY other (special) materials, please specify 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 1700 mm, total length 2100 mm 

00 < 1700 mm - one part design 

K33 > 1700 mm - with flange connection: DN32 PN16, two or more parts design 

 7. Process Connection side/side 

FA flanged connection 

YY others, please specify 

 7.1 standard 

E EN 1092-1 

A ASME B 16.5 

D DIN ( according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 7.2 nominal size / pressure rating 

A13 DN20 / PN16 

A23 DN25 / PN16 

A33 DN32 / PN16 

A43 DN40 / PN16 

A53 DN50 / PN16 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 8. Float removal flange (bottom side) 

B53 Flange DN50 PN16 incl. blind flange 

BLG Flange 2" ANSI 150 lbs incl. blind flange 

YY others, please specify 

 8.1 Surface float removal flange (bottom side) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 8.2 Gasket 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

YY others, please specify 

(pl. see next page) 
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ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 8.3 Bolts & nuts float removal flange (bottom side) 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 el. galv. (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 9. Drain plug 

0 without 

 10. Additional drain flange, open 

000 without 

D13 stud with flange DN20 PN16 

D23 stud with flange DN25 PN16 

D33 stud with flange DN32 PN16 

D43 stud with flange DN40 PN16 

DFG stud with flange 3/4" ANSI 150 lbs 

DGG stud with flange 1" ANSI 150 lbs 

DHG stud with flange 1 1/4" ANSI 150 lbs 

DKG stud with flange 1 1/2" ANSI 150 lbs 

YYY others, please specify 

 10.1 Surface float removal flange (bottom side) 

00 without 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

(pl. see next page) 
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ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 10.2 Gasket 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

YY others, please specify 

 10.3 Bolts & nuts float pipe top end finish flange 

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 el. galv. (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 11. Vent plug at top end 

0 without 

 12. Additional vent flange, open 

000 without 

F13 stud with flange DN20 PN16 

F23 stud with flange DN25 PN16 

F33 stud with flange DN32 PN16 

F43 stud with flange DN40 PN16 

FEG stud with flange 1/2" ANSI 150 lbs 

FFG stud with flange 3/4" ANSI 150 lbs 

FGG stud with flange 1" ANSI 150 lbs 

FHG stud with flange 1 1/4" ANSI 150 lbs 

FKG stud with flange 1 1/2" ANSI 150 lbs 

YYY others, please specify 

(pl. see next page) 
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ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 12.1 Flange face 

00 without 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

A1 ASME B 16.5 Raised Face (RF) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

YY others, please specify 

 13. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-3.8 3.5.2 Order Codes (continuation) 

Code Description 

 14. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

34PDV1K1 10 PVDF 50 135 1,300 sealed  

34PDV2K1 10 PVDF 50 255 0,85 sealed  
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ITA 3. Level Gauges in Detail  

ITA-4 3.6.1 mounted from top of tank 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 Measuring length    
3 Design (Indication rail)   
5 Process connection on tank   
6 Follower magnet guide tube top side finish   
7 Float with rod and follower magnet   
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Technical specifications magnetic level gauge type ITA-4 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: Top of tank  
   
Measuring range: max. 2750 mm   

 (depending on fluid's density)  
   

Pipe diameter: 60,3 x 2 mm welded ,  

 necking connections   
   

Process connection: to specify:  

 Flanges DN50 PN 16  pr 2" 150#   
   

Drain/Vent connections: Plug R1/2"   
   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar  
   

Operation density: min. 0,68 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C   
   

Indication rail: Makrolon up to 120 °C   

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type, with rod  
Base equipment printed in BOLD letters! 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-4.0 3.6.2 mounted from top of tank 

Characteristics: PN16 / Float pipe: 1.4404 and flanges: C.S. 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 Measuring length    
3 Design (Indication rail)   
5 Process connection on tank   
6 Follower magnet guide tube top side finish   
7 Float with rod and follower magnet   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-4.0 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: Top of tank  
   

Measuring range: max. 2750 mm   

 (depending on fluid's density)  
   

Pipe diameter: 60,3 x 2 mm welded,   

 necking connections   
   

Process connection: to specify:  

 Flanges DN50 PN 16  pr 2" 150#   
   

Drain/Vent connections: Plug R1/2"   
   

Pipe material: 1.4404  
   

Flange material: CS  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar  
   

Operation density: min. 0,68 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   
Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C   
   

Indication rail: Makrolon up to 120 °C   

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type, with rod  
Base equipment printed in BOLD letters! 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes 

Mag. Level Gauge 
Type ITA-4 & ITA-4.0 / PN16/150 lbs 

mounted on top of tank 
 

Order Codes mag. Level gauge type ITA-4 & ITA-4.0 / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-4 & ITA-4.0, PN16/150 lbs 

 1. Type 

ITA-4 
ITA-4.0 

ITA-4; PN16/150 lbs; mounted from top of tank, float pipe and flanges: 1.4404 
ITA-4.0., PN16/150 lbs; mounted from top of tank, float pipe 1.4404, flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

04 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. Insertion length (L2) 

L2 Insertion length in mm 

 4.1 Upper pipe stand off 

B Dim. B: 160 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 100 mm (Standard) 

Y Dim. A. in mm (please advise) 

 4.3 Measuring length (max. 2750mm, depending on the density of the fluid) 

ML Dim. ML in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Two-parts construction 

00 without 

53 Connection of the follower guide tube: DN50 PN16 

LG Connection of the follower guide tube: 2" ANSI 150 lbs 

 7. Process connection on top of tank 

FA Flanged connection 

YY others, please specify 

 7.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes 

Code Description 

 7.2 nominal size / pressure rating 

A53 DN50 / PN16 

A63 DN80 / PN16 

A73 DN100 / PN16 

A83 DN125 / PN16 

A93 DN150 / PN16 

AZ3 DN200 / PN16 

ALG 2" / 150 lbs 

AMG 3" / 150 lbs 

ANG 4" / 150 lbs 

AOG 5" / 150 lbs 

APG 6" / 150 lbs 

ARG 8" / 150 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Follower guide tube top end finish 

C33 Flange with blind flange DN32 PN16 

C53 Flange with blind flange DN50 PN16 

CHG Flange with blind flange 2" ANSI 150 lbs 

CLG Flange with blind flange 2" ANSI 150 lbs 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes (continuation) 

Code Description 

 8.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes 

Code Description 

 8.3 Bolts & nuts float pipe top end finish flange 
00 without  

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

HE ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7/A194 Gr. 2H electro gal. (1 1/4" 150lbs RF) 

HF ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (1 1/4" 150lbs RF) 

HG ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (1 1/4" 150lbs RF) 

HH ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (1 1/4" 150lbs RF) 

HJ ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (1 1/4" 150lbs RF) 

HK ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (1 1/4" 150lbs RF) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

HL ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (1 1/4" 150lbs RF) 

HM ASME B16.5 UNC: 1/2" x 70 mm; mat.A193 Gr.  B7M/A194 Gr.2HM Xylan ctd(1 1/4"150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

HN ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (1 1/4" 150lbs RF) 

HP ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (1 1/4" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

HR ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (1 1/4" 150lbs RF) 

HT ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated  (1 1/4" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 9. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes (continuation) 

Code Description 

 10. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 10.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 10.2 nominal size / pressure rating 

000 without 

F03 stud with flange DN15 / PN16 

F13 stud with flange DN20 / PN16 

F23 stud with flange DN25 / PN16 

F33 stud with flange DN32 / PN16 

F43 stud with flange DN40 / PN16 

FEG stud with flange 1/2" / 150 lbs 

FFG stud with flange 3/4" / 150 lbs 

FGG stud with flange 1" / 150 lbs 

FHG stud with flange 1 1/4" / 150 lbs 

FKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

 10.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G03 DN15 PN16 

G13 DN20 PN16 

G23 DN25 PN16 

G33 DN32 PN16 

G43 DN40 PN16 

GEG 1/2" ANSI 150 lbs 

GFG 3/4" ANSI 150 lbs 

GGG 1" ANSI 150 lbs 

GHG 1 1/4" ANSI 150 lbs 

GKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

(pl. see next page) 



87 

Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes 

Code Description 

 10.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4 & ITA-4.0 3.6.3 Order Codes (continuation) 

Code Description  

11. Floats  

Pressure 
[bar] 

Material Diam. 
[mm] 

Length 
[mm] 

min. 
density 
[kg/dm³ 

Max. rod 
length 
[mm] 

Vented? 
[Y/N] 

Notes  

4V0240R1A 16 1.4404/316L 52 265 0,9500 500 N   

4V0240R1B 16 1.4404/316L 52 265 1,0000 750 N   

4T0240R1A 16 Titanium 50,8 265 0,7350 500 N 2  

4T0240R1B 16 Titanium 50,8 265 0,7750 750 N 2  

4R0240R1C 16 Titanium 50,8 265 0,8120 1000 N 2  

4T0240R1D 16 Titanium 50,8 265 0,8510 1250 N 2  

4T0240R1E 16 Titanium 50,8 265 0,8890 1500 N 2  

4T0240R1F 16 Titanium 50,8 265 0,9260 1750 N 2  

4T0240R1G 16 Titanium 50,8 265 0,9650 2000 N 2  

4T0240K3A 16 Titanium 50,8 265 0,6190 500 N 1 + 2  

4T0240K3B 16 Titanium 50,8 265 0,6580 750 N 1 + 2  

4R0240K3C 16 Titanium 50,8 265 0,6960 1000 N 1 + 2  

4T0240K3D 16 Titanium 50,8 265 0,7350 1250 N 1 + 2  

4T0240K3E 16 Titanium 50,8 265 0,7720 1500 N 1 + 2  

4T0240K3F 16 Titanium 50,8 265 0,8100 1750 N 1 + 2  

4T0240K3G 16 Titanium 50,8 265 0,8490 2000 N 1 + 2  

4T0300R1A 16 Titanium 50,8 175 0,6360 500 N 2  

4T0300R1B 16 Titanium 50,8 205 0,6670 750 N 2  

4R0300R1C 16 Titanium 50,8 205 0,6960 1000 N 2  

4T0300R1D 16 Titanium 50,8 265 0,7275 1250 N 2  

4T0300R1E 16 Titanium 50,8 265 0,7570 1500 N 2  

4T0300R1F 16 Titanium 50,8 325 0,7860 1750 N 2  

4T0300R1G 16 Titanium 50,8 325 0,8180 2000 N 2  

4T0300K3A 16 Titanium 50,8 325 0,5440 500 N 1 + 2  

4T0300K3B 16 Titanium 50,8 325 0,5750 750 N 1 + 2  

4R0300K3C 16 Titanium 50,8 325 0,6050 1000 N 1 + 2  

4T0300K3D 16 Titanium 50,8 325 0,6360 1250 N 1 + 2  

4T0300K3E 16 Titanium 50,8 325 0,6650 1500 N 1 + 2  

4T0300K3F 16 Titanium 50,8 325 0,6950 1750 N 1 + 2  

4T0300K3G 16 Titanium 50,8 325 0,7260 2000 N 1 + 2  

Notes: 

1. Only with 316SS or Aluminium indication rail. 

2. Do not use with hydrogen or alcohol compounds 

 



89 

Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-4.1 3.7.1 mounted from top of tank 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 89 x 2 mm   
2 Measuring length    
3 Design (Indication rail)   
5 Process connection on tank   
6 Follower magnet guide tube top side finish   
7 Float with rod and follower magnet   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-4.1 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: Top of tank  
   

Measuring range: max. 2750 mm   

 (depending on fluid's density)  
   

Pipe diameter: 88,9 x 2 mm welded,   

 necking connections   
   

Process connection: to specify:  

 Flanges DN50 PN 16  pr 2" 150#   
   

Drain/Vent connections: Plug R1/2"   
   

Pipe material: 

1.4404; 1.4435; 1.439; Haselloy C4 (2.4610); 
Inconel 625 (2,5856); Inconel 825 (2.4858); 
Titan (3.7035) (other materials on request)  

   

Flange material: Same as pipe material  
   

Float material: 1.4404  

 Titan  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar  
   

Operation density: min. 0,35 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   
Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C   
   

Indication rail: Makrolon up to 120 °C   

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type, with rod  
Base equipment printed in BOLD letters! 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-4.1.0 3.7.2 mounted from top of tank 

Characteristics: PN16 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 89 x 2 mm   
2 Measuring length    
3 Design (Indication rail)   
5 Process connection on tank   
6 Follower magnet guide tube top side finish   
7 Float with rod and follower magnet   
    

 



92 

Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-4.0 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: Top of tank  
   

Measuring range: max. 2750 mm   

 (depending on fluid's density)  
   

Pipe diameter: 88,3 x 2 mm welded,   

 necking connections   
   

Process connection: to specify:  

 Flanges DN50 PN 16  pr 2" 150#   
   

Drain/Vent connections: Plug R1/2"   
   

Pipe material: 1.4404  
   

Flange material: CS  
   

Float material: 1.4404  

 Titan  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar  
   

Operation density: min. 0,35 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   
Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit  spiral wound up to 400 °C   
   

Indication rail: Makrolon up to 120 °C   

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type, with rod  
Base equipment printed in BOLD letters! 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes 

Mag. Level Gauge 
Type ITA-4.1 & ITA-4.1.0 / PN16/150 lbs 

mounted on top of tank 
 

Order Codes mag. Level gauge type ITA-4.1 & ITA-4.1.0 / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-4.1 & ITA-4.1.0, PN16/150 lbs 

 1. Type 

ITA-4.1 
ITA-4.1.0 

ITA-4.1; PN16/150 lbs; mounted from top of tank, float pipe and flanges: 1.4404 
ITA-4.1.0., PN16/150 lbs; mounted from top of tank, float pipe 1.4404, flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material pipe/material flanges 

11 Ø88,9x2,0mm (welded), mat.: 316L/316L 

12 Ø88,9x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. Insertion length (L2) 

L2 Insertion length in mm 

 4.1 Upper pipe stand off 

B Dim. B: 160 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 100 mm (Standard) 

Y Dim. A. in mm (please advise) 

 4.3 Measuring length (max. 2750mm, depending on the density of the fluid) 

ML Dim. ML in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Two-parts construction 

00 without 

53 Connection of the follower guide tube: DN50 PN16 

LG Connection of the follower guide tube: 2" ANSI 150 lbs 

 7. Process connection on top of tank 

FA Flanged connection 

YY others, please specify 

 7.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes 

Code Description 

 7.2 nominal size / pressure rating 

A63 DN80 / PN16 

A73 DN100 / PN16 

A83 DN125 / PN16 

A93 DN150 / PN16 

AZ3 DN200 / PN16 

AMG 3" / 150 lbs 

ANG 4" / 150 lbs 

AOG 5" / 150 lbs 

APG 6" / 150 lbs 

ARG 8" / 150 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Follower guide tube top end finish 

C33 Flange with blind flange DN32 PN16 

C53 Flange with blind flange DN50 PN16 

CHG Flange with blind flange 2" ANSI 150 lbs 

CLG Flange with blind flange 2" ANSI 150 lbs 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes (continuation) 

Code Description 

 8.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes 

Code Description 

 8.3 Bolts & nuts float pipe top end finish flange 
00 without  

1A DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN16) 

1C DIN931 / ISO 4014: M16 x 65 mm; mat. Stainless steel A2-70 (DN32/50 PN16) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32/50 PN16) 

3C DIN 2510 Form L: M16 x 80mm; mat. A2-70 (DN32/50 PN16) 

1B DIN931 / ISO 4014: M16 x 65 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN16) 

HE ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7/A194 Gr. 2H electro gal. (1 1/4" 150lbs RF) 

HF ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (1 1/4" 150lbs RF) 

HG ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (1 1/4" 150lbs RF) 

HH ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (1 1/4" 150lbs RF) 

HJ ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (1 1/4" 150lbs RF) 

HK ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (1 1/4" 150lbs RF) 

AE ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 150lbs RF) 

AF ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 150lbs RF) 

AG ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 150lbs RF) 

AH ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 150lbs RF) 

AJ ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 150lbs RF) 

AK ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 150lbs RF) 

HL ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (1 1/4" 150lbs RF) 

HM ASME B16.5 UNC: 1/2" x 70 mm; mat.A193 Gr.  B7M/A194 Gr.2HM Xylan ctd(1 1/4"150lbs RF) 

AL ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 150lbs RF) 

AM ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 150lbs RF) 

HN ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (1 1/4" 150lbs RF) 

HP ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (1 1/4" 150lbs RF) 

AN ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

AP ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 150lbs RF) 

HR ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (1 1/4" 150lbs RF) 

HT ASME B16.5 UNC: 1/2" x 70 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated  (1 1/4" 150lbs RF) 

AR ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

AT ASME B16.5 UNC: 5/8" x 83 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 150lbs RF) 

YY others, please specify 

 9. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes (continuation) 

Code Description 

 10. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 10.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 10.2 nominal size / pressure rating 

000 without 

F03 stud with flange DN15 / PN16 

F13 stud with flange DN20 / PN16 

F23 stud with flange DN25 / PN16 

F33 stud with flange DN32 / PN16 

F43 stud with flange DN40 / PN16 

FEG stud with flange 1/2" / 150 lbs 

FFG stud with flange 3/4" / 150 lbs 

FGG stud with flange 1" / 150 lbs 

FHG stud with flange 1 1/4" / 150 lbs 

FKG stud with flange 1 1/2" / 150 lbs 

YYY others, please specify 

 10.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G03 DN15 PN16 

G13 DN20 PN16 

G23 DN25 PN16 

G33 DN32 PN16 

G43 DN40 PN16 

GEG 1/2" ANSI 150 lbs 

GFG 3/4" ANSI 150 lbs 

GGG 1" ANSI 150 lbs 

GHG 1 1/4" ANSI 150 lbs 

GKG 1 1/2" ANSI 150 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes 

Code Description 

 10.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes (continuation) 

Code Description  

11. Floats  

Pressure 
[bar] 

Material Diam. 
[mm] 

Length 
[mm] 

min. 
density 
[kg/dm³ 

Max. rod 
length 
[mm] 

Vented? 
[Y/N] 

Notes  

4T0152R1A ATM Titanium 80 175 0,4070 500 N 2  
4T0152R1B ATM Titanium 80 175 0,4310 750 N 2  
4T0152R1C ATM Titanium 80 175 0,4540 1000 N 2  
4T0152R1D ATM Titanium 80 175 0,4770 1250 N 2  
4T0152R1E ATM Titanium 80 175 0,5000 1500 N 2  
4T0152R1F ATM Titanium 80 175 0,5240 1750 N 2  
4T0152R1H ATM Titanium 80 175 0,5470 2000 N 2  
4T0152K2A ATM Titanium 80 175 0,4700 500 N 2  
4T0152K2B ATM Titanium 80 175 0,4310 750 N 2  
4T0152K2C ATM Titanium 80 175 0,4540 1000 N 2  
4T0152K2D ATM Titanium 80 175 0,4770 1250 N 2  
4T0152K2E ATM Titanium 80 175 0,5000 1500 N 2  
4T0152K2F ATM Titanium 80 175 0,5240 1750 N 2  
4T0152K2H ATM Titanium 80 175 0,5470 2000 N 2  
4T0152K3A ATM Titanium 80 175 0,4710 500 N 1+2  
4T0152K3B ATM Titanium 80 175 0,4940 750 N 1+2  
4T0152K3C ATM Titanium 80 175 0,5180 1000 N 1+2  
4T0152K3D ATM Titanium 80 175 0,5410 1250 N 1+2  
4T0152K3E ATM Titanium 80 175 0,5640 1500 N 1+2  
4T0152K3F ATM Titanium 80 175 0,5870 1750 N 1+2  
4T0152K3H ATM Titanium 80 175 0,6100 2000 N 1+2  
4T0182R1A ATM Titanium 80 205 0,3620 500 N 2  
4T0182R1B ATM Titanium 80 205 0,3810 750 N 2  
4T0182R1C ATM Titanium 80 205 0,4000 1000 N 2  
4T0182R1D ATM Titanium 80 205 0,4200 1250 N 2  
4T0182R1E ATM Titanium 80 205 0,4390 1500 N 2  
4T0182R1F ATM Titanium 80 205 0,4580 1750 N 2  
4T0182R1H ATM Titanium 80 205 0,4780 2000 N 2  
4T0182K2A ATM Titanium 80 205 0,3370 500 N 2  
4T0182K2B ATM Titanium 80 205 0,3570 750 N 2  
4T0182K2C ATM Titanium 80 205 0,3760 1000 N 2  
4T0182K2D ATM Titanium 80 205 0,3950 1250 N 2  
4T0182K2E ATM Titanium 80 205 0,4150 1500 N 2  
4T0182K2F ATM Titanium 80 205 0,3430 1750 N 2  
4T0182K2H ATM Titanium 80 205 0,4530 2000 N 2  

Notes: 

1. Only with 316SS or Aluminium indication rail. 

2. Do not use with hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA-4.1 & ITA-4.1.0 3.7.3 Order Codes 

Code Description  

11. Floats  

Pressure 
[bar] 

Material Diam. 
[mm] 

Length 
[mm] 

min. 
density 
[kg/dm³ 

Max. rod 
length 
[mm] 

Vented? 
[Y/N] 

Notes  

4T0182K3A ATM Titanium 80 205 0,3000 500 N 1+2  
4T0182K3B ATM Titanium 80 205 0,3190 750 N 1+2  
4T0182K3C ATM Titanium 80 205 0,3380 1000 N 1+2  
4T0182K3D ATM Titanium 80 205 0,3580 1250 N 1+2  
4T0182K3E ATM Titanium 80 205 0,3770 1500 N 1+2  
4T0182K3F ATM Titanium 80 205 0,3960 1750 N 1+2  
4T0182K3H ATM Titanium 80 205 0,4160 2000 N 1+2  
4T0242R1A ATM Titanium 80 265 0,2980 500 N 2  
4T0242R1B ATM Titanium 80 265 0,3120 750 N 2  
4T0242R1C ATM Titanium 80 265 0,3270 1000 N 2  
4T0242R1D ATM Titanium 80 265 0,3410 1250 N 2  
4T0242R1E ATM Titanium 80 265 0,3560 1500 N 2  
4T0242R1F ATM Titanium 80 265 0,3700 1750 N 2  
4T0242R1H ATM Titanium 80 265 0,3850 2000 N 2  
4T0242K2A ATM Titanium 80 265 0,2800 500 N 2  
4T0242K2B ATM Titanium 80 265 0,2940 750 N 2  
4T0242K2C ATM Titanium 80 265 0,3090 1000 N 2  
4T0242K2D ATM Titanium 80 265 0,3230 1250 N 2  
4T0242K2E ATM Titanium 80 265 0,3380 1500 N 2  
4T0242K2F ATM Titanium 80 265 0,3520 1750 N 2  
4T0242K2H ATM Titanium 80 265 0,3670 2000 N 2  
4T0242K3A ATM Titanium 80 265 0,2530 500 N 1+2  
4T0242K3B ATM Titanium 80 265 0,2680 750 N 1+2  
4T0242K3C ATM Titanium 80 265 0,2820 1000 N 1+2  
4T0242K3D ATM Titanium 80 265 0,2970 1250 N 1+2  
4T0242K3E ATM Titanium 80 265 0,3110 1500 N 1+2  
4T0242K3F ATM Titanium 80 265 0,3260 1750 N 1+2  
4T0242K3H ATM Titanium 80 265 0,3400 2000 N 1+2  

Notes: 

1. Only with 316SS or Aluminium indication rail. 

2. Do not use with hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-5 3.8.1 tank connections top-bottom 

Characteristics: PN16 / Float pipe and flanges: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 Distance between process connections   
3 Design (Indication rail)   
5 Process connection top side   
6 Process connection bottom side   
7 Float removal flange   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-5 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 2" Sch10  

 60,3 x 2é8,7 mm seamless  

 (depending on pressure rating)  
   

Process connection: to specify:  

 R1/2" threaded (up to PN40)   

 Welding or threaded stud   

  Flanges DN15é50 (1/2"é2" 150#),  
   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar , up to 320 bar  
   

Operation density: min. 0,3371 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C**   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type or vented type  

 (Depending on pressure rating)     
Standard dimensions: -A = 240 mm*  

 -B = 130 mm (up to PN64  

 - C = R1/2" (up to PN40)   

          1/2"NPT (all pressure ratings)   
Base equipment printed in BOLD letters! 

*depending on the density scale A can be enlarged 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-5.0 3.8.2 tank connections top-bottom 

Characteristics: PN16 / Float pipe: 1.4404; flanges: C.S. 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 Distance between process connections   
3 Design (Indication rail)   
5 Process connection top side   
6 Process connection bottom side   
7 Float removal flange   
    

 



105 

Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA-5.0 

 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 2" Sch10  

 60,3 x 2é8,7 mm seamless  

 (depending on pressure rating)  
   

Process connection: to specify:  

 R1/2" threaded (up to PN40)   

 Welding or threaded stud   

  Flanges DN15é50 (1/2"é2" 150#),  
   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: CS  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 16 bar , up to 320 bar  
   

Operation density: min. 0,3371 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit  spiral wound up to 400 °C**   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type or vented type  

 (Depending on pressure rating)  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm (up to PN64  

 - C = R1/2" (up to PN40)   

          1/2"NPT (all pressure ratings)   
Base equipment printed in BOLD letters! 

*depending on the density scale A can be enlarged 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes 

Mag. Level Gauge 
Type ITA-5 & ITA-5.0 / PN40/ 300 lbs 

Process connection: top/bottom 
 

Order Codes mag. Level gauge type ITA-5 & ITA-5.0 / PN16/150 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-5 & ITA-5.0, PN40/300 lbs 

 1. Type 

ITA-5 
ITA-5.0 

ITA-5; PN40/300 lbs; process conn.: top/bottom, float pipe and flanges: 1.4404 
ITA-5.0., PN40/300 lbs; process conn.: top/bottom, float pipe 1.4404, flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material pipe/material flanges 

15 Ø60,3x2,0mm (welded), mat.: 316L/316L 

16 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. Distance between process connections 

L Distance between process connections in mm 

 4.1 Upper pipe stand off process connection 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off process connection 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Distance between process connections > 5000 mm 

00 < 5000 mm - one part design 

K34 > 5000 mm - with flange connection: DN32 PN40, two or more parts design 

K54 > 5000 mm - with flange connection: DN50 PN40, two or more parts design 

KLH > 5000 mm - with flange connection: 2" ANSI 300 lbs, two or more parts design 

YYY others, please specify 

 7. Process connection lower side & float removal flange 

SA welding connection  

GM female thread 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes (continuation) 

Code Description 

 7.2 nominal size / pressure rating 

000 welding or threaded connection 

B34 DN32 / PN40 

B54 DN50 / PN40 

BLH нά κ олл ƭōǎ 

YYY others, please specify 

 7.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5 µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3.2-12.5 µm) 

E3 EN 1092-1 Form C (tongue; Ra 0.8-3.2 µm) 

E4 EN 1092-1 Form C (groove; Ra 0.8-3.2 µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip; Rz = 160 µm) 

D3 DIN Form C (raised sealing strip; Rz = 160 µm) 

D4 DIN Form D (raised sealing strip; Rz = 40 µm) 

D5 DIN Form E (raised sealing strip; Rz = 16 µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 7.4 Gasket 

PT PTFE up to 100 °C 

C4 Klingersil C440 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal type R-Oval ASME B16.20 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes 

Code Description 

 7.5 Bolts & nuts float removal flange (bottom side) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32 PN40) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM elec. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 8. Upper top end finish & process connection 

CXS end cap with welding connection (only with float removal flange (bottom)) 

CXM end cap with female thread (only for float removal flange (bottom)) 

FA flanged connection 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes (continuation) 

Code Description 

 8.1 Standard 

0 welding connection (please specify) 

1 female thread (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 8.2 nominal size / pressure rating 

000 welding or threaded connection 

B34 DN32 / PN40 

B54 DN50 / PN40 

BLH 2" / 300 lbs 

YYY others, please specify 

 8.2 nominal size / pressure rating 

00 welding or female thread connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8.4 Gasket 

00 without (top side = End cap) 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes 

Code Description 

 8.5 Bolts & nuts flange top side 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32 PN40) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM elec. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 9. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-5 & ITA-5.0 3.8.3 Order Codes (continuation) 

Code Description 

 14. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

6V0100K1 30 1.4404/316L 52 125 1,5188 sealed  

6V0100K3 30 1.4404/316L 52 125 1,0891 sealed 1 

6V0120K1 30 1.4404/316L 52 145 1,2780 sealed  

6V0120K3 30 1.4404/316L 52 145 0,9519 sealed 1 

6V0150K1 30 1.4404/316L 52 175 1,0711 sealed  

6V0150K3 30 1.4404/316L 52 175 0,8309 sealed 1 

6V0180K1 30 1.4404/316L 52 205 0,9486 sealed  

6V0180K3 30 1.4404/316L 52 205 0,8140 sealed 1 

6V0240K1 30 1.4404/316L 52 265 0,7738 sealed  

6V0240K3 30 1.4404/316L 52 265 0,6513 sealed 1 

6T0100K1 40 Titanium 50,8 125 1,3114 sealed 2 

6T0100K3 40 Titanium 50,8 125 0,8975 sealed 1+2 

6T0120K1 40 Titanium 50,8 145 1,1007 sealed 2 

6T0120K3 40 Titanium 50,8 145 0,7837 sealed 1+2 

6T0150K1 40 Titanium 50,8 175 0,9029 sealed 2 

6T0150K3 40 Titanium 50,8 175 0,6763 sealed 1+2 

6T0180K1 40 Titanium 50,8 205 0,7791 sealed 2 

6T0180K3 40 Titanium 50,8 205 0,6100 sealed 1+2 

6T0240K1 40 Titanium 50,8 265 0,6391 sealed 2 

6T0240K3 40 Titanium 50,8 265 0,5187 sealed 1+2 

6T0300K1 40 Titanium 50,8 325 0,5694 sealed 2 

6T0300K3 40 Titanium 50,8 325 0,4812 sealed 1+2 

6T0400K1 40 Titanium 50,8 425 0,5300 sealed 2 

6T0400K3 40 Titanium 50,8 425 0,4373 sealed 1+2 

6T0500K1 40 Titanium 50,8 525 0,4463 sealed 2 

6T0500K3 40 Titanium 50,8 525 0,4098 sealed 1+2 

6T0600K1 40 Titanium 50,8 625 0,4370 sealed 2 

6T0600K3 40 Titanium 50,8 625 0,3834 sealed 1+2 

6H0200K1 40 
Titanium, 

Halar-coated 52 265 0,7674 sealed  

6H0200K3 40 
Titanium, 

Halar-coated 52 265 0,6470 sealed  

6HC012K1 40 Hastelloy C4 52 145 1,2400 sealed  

6HC024K1 40 Hastelloy C4 52 265 0,7470 sealed  

6HC024K3 40 Hastelloy C4 52 265 0,6600 sealed 1 

1.) only with 316SS or Alumium indication rail 

2.) do not use with hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-6 3.9.1 ITA-6 

Characteristics: PN40 / Float pipe and flange material: 1.4404 

 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA-6 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 60,3 x 2 mm seamless  

 2" Sch10  

 

necking connection  or buttweld with T-
pieces  

   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  

 Welding or threaded stud   
   

Drain/Vent connections: 
Plug R1/2"  (for more please see order 
codes)  

   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 40 bar  
   

Operation density: min. 0,5723 kg/dm³ up to 20 bar process pressure  

  min. 0,4370 kg/dm³ up to 40 bar process pressure  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: A193/A194 B7/2H  

  A193/A194 B8/8M  

  CS hot dipped galvanized  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C**   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -130 mm / -150 mm / -210 mm / -330 mm /  

 -430 mm / -530 mm / -630 mm  
   

Standard dimensions: - A = 240 mm*  

 - B = 130 mm  

 - C = 40 mm  
Base equipment printed in bold letters! 

*for densities <0,7374 kg/dm³, enlarge scale A 

**only with vent - ŀƴŘκƻǊ ŘǊŀƛƴ ŦƭŀƴƎŜǎ 5bрл όǊŜǎǇΦ нέύ 



115 

Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-6 3.9.2 ITA-6.0 

Characteristics: PN40 / Float pipe: 1.4404, flange material: C.S. 

 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA-6.0 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 60,3 x 2 mm seamless  

 2" Sch10  

 

necking connection  or buttweld with T-
pieces  

   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  

 Welding or threaded stud   
   

Drain/Vent connections: 
Plug R1/2"  (for more please see order 
codes)  

   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: CS  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 40 bar  
   

Operation density: min. 0,5723 kg/dm³ up to 20 bar process pressure  

  min. 0,4370 kg/dm³ up to 40 bar process pressure  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: A193/A194 B7/2H  

  A193/A194 B8/8M  

  CS hot dipped galvanized  

 SS  
   

Gasket PTFE up to 100 °C   

 Klingersil C4400 up to 175 °C   

 Graphit spiral wound up to 400 °C**   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -130 mm / -150 mm / -210 mm / 330 mm /  

 -630 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm  

 - C = 40 mm  
Base equipment printed in bold letters! 

*for densities <0,7374 kg/dm³, enlarge scale A 

**only with vent - ŀƴŘκƻǊ ŘǊŀƛƴ ŦƭŀƴƎŜǎ 5bрл όǊŜǎǇΦ нέύ 
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Mag. Level Gauge type ITA  

ITA-6/-6.0 3.9.3 Pressure-Temperature Table ITA-3 (float pipe)  
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Mag. Level Gauge 
Type ITA-6 & ITA-6.0 / PN40/ 300 lbs 

 
 

Order Codes mag. Level gauge type ITA-6 & ITA-6.0 / PN40/ 300 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-6 & ITA-6.0, PN40/300 lbs 

 1. Type 

ITA-6 
ITA-6.0 

ITA-6, PN40/300 lbs /Float pipe and Flanges: 1.4404 
ITA-6.0, PN40/300 lbs /Float pipe: 1.4404; Flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

03 Ø60,3x2,0mm (welded), mat.: 316L/316L 

04 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L C to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. B: 240 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K34 > 5000 mm - with flange connection: DN32 PN40, two or more parts design 

K54 > 5000 mm - with flange connection: DN50 PN40, two or more parts design 

KLH > 5000 mm - with flange connection: 2" ANSI 300 lbs, two or more parts design 

 7. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 7.2 nominal size / pressure rating 

000 welding or threaded connection 

A04 DN15 / PN40 

A14 DN20 / PN40 

A24 DN25 / PN40 

A34 DN32 / PN40 

A44 DN40 / PN40 

A54 DN50 / PN40 

AEH 1/2" / 300 lbs 

AFH 3/4" / 300 lbs 

AGH 1" / 300 lbs 

AHH 1 1/4" / 300 lbs 

AKH 1 1/2" / 300 lbs 

ALH 2" / 300 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 9. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B34 Flange DN32 PN40 incl. blind flange 

B54 Flange DN50 PN40 incl. blind flange 

BLH Flange 2" ANSI 300 lbs incl. blind flange 

L54 Flange DN50 PN40 reinforced for shut-off valve on side 

LLH Flange 2" ANSI 300 lbs reinforced for shut-off valve on side 

YY others, please specify 

 9.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9.2 Gasket 

00 without 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32 PN40) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM elec. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 10. Drain plug 

0 without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 11. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 11.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 11.2 nominal size / pressure rating 

000 without 

D04 stud with flange DN15 PN40 

D14 stud with flange DN20 PN40 

D24 stud with flange DN25 PN40 

D34 stud with flange DN32 PN40 

D44 stud with flange DN40 PN40 

DEH stud with flange 1/2" ANSI 300 lbs 

DFH stud with flange 3/4" ANSI 300 lbs 

DGH stud with flange 1" ANSI 300 lbs 

DHH stud with flange 1 1/4" ANSI 300 lbs 

DKH stud with flange 1 1/2" ANSI 300 lbs 

999 others, please specify 

 11.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E04 DN15 PN40 

E14 DN20 PN40 

E24 DN25 PN40 

E34 DN32 PN40 

E44 DN40 PN40 

EEH 1/2" ANSI 300 lbs 

EFH 3/4" ANSI 300 lbs 

EGH 1" ANSI 300 lbs 

EHH 1 1/4" ANSI 300 lbs 

EKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 11.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C34 Flange with blind flange DN32 PN40 

C54 Flange with blind flange DN50 PN40 

L54 Flange with blind flange DN50 PN40, reinforced for shut-off-valve on side 

CLH Flange with blind flange 2" ANSI 300 lbs 

LLH Flange with blind flange 2" ANSI 300 lbs, reinforced for shut-off-valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 12.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12.2 Gasket float pipe top end finish flange 

00 without (top = End cap) 

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 12.3 Bolts & nuts float pipe top end finish flange 

00 without (bottom side = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32 PN40) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM elec. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 13. Vent plug at top end 

0 without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.3 Order Codes 

Code Description 

 14. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 14.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 14.2 nominal size / pressure rating 

000 without 

F04 stud with flange DN15 PN40 

F14 stud with flange DN20 PN40 

F24 stud with flange DN25 PN40 

F34 stud with flange DN32 PN40 

F44 stud with flange DN40 PN40 

FEH stud with flange 1/2" ANSI 300 lbs 

FFH stud with flange 3/4" ANSI 300 lbs 

FGH stud with flange 1" ANSI 300 lbs 

FHH stud with flange 1 1/4" ANSI 300 lbs 

FKH stud with flange 1 1/2" ANSI 300 lbs 

999 others, please specify 

 14.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G04 DN15 PN40 

G14 DN20 PN40 

G24 DN25 PN40 

G34 DN32 PN40 

G44 DN40 PN40 

GEH 1/2" ANSI 300 lbs 

GFH 3/4" ANSI 300 lbs 

GGH 1" ANSI 300 lbs 

GHH 1 1/4" ANSI 300 lbs 

GKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 14.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 15.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 15.2 nominal size / pressure rating 

000 without with welded connection or threaded connection 

AAA EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

H04 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

H14 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

H24 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

H34 ASME B 16.5 Raised Face (RF) 

H44 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

H54 ASME B 16.5 Flat Face (FF) 

HEH ASME B 16.5 Ring-Type Joint (RTJ) 

HFH ASME B 16.5 Tongue (ASME) 

HGH ASME B 16.5 Groove (ASME) 

HHH DIN Form A (without special demand) 

HKH DIN Form B (raised sealing strip ; Rz = 160µm) 

HLH DIN Form C (raised sealing strip ; Rz = 160µm) 

YYY DIN Form D (raised sealing strip ; Rz = 40µm) 

 15.3 Flange Face Counter Flanges 

00 without  

AA welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 15.4 Gasket Counter Flanges 

00 without  

PT PTFE up to 100 °C 

C4 Klingersil C4400 up to 200 °C (392 °F) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

 15.5 Bolts & nuts counter flanges 

00 without 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electrogalvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

3D DIN 2510 Form L: M16 x 80 mm; mat. YK (CK35) electro galvanized (DN32 PN40) 

3C DIN 2510 Form L: M16 x 80 mm; mat. A2-70 (DN32 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 Xylan coated (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv- (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM ele. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes 

Code Description 

 16. Additional bracket welded to the float pipe 

0 without 

H Bracket 
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Mag. Level Gauge type ITA  

ITA-6 & ITA-6.0 3.9.4 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

6V0100K1 30 1.4404/316L 52 125 1,5188 sealed  

6V0100K3 30 1.4404/316L 52 125 1,0891 sealed 1 

6V0120K1 30 1.4404/316L 52 145 1,2780 sealed  

6V0120K3 30 1.4404/316L 52 145 0,9519 sealed 1 

6V0150K1 30 1.4404/316L 52 175 1,0711 sealed  

6V0150K3 30 1.4404/316L 52 175 0,8309 sealed 1 

6V0180K1 30 1.4404/316L 52 205 0,9486 sealed  

6V0180K3 30 1.4404/316L 52 205 0,8140 sealed 1 

6V0240K1 30 1.4404/316L 52 265 0,7738 sealed  

6V0240K3 30 1.4404/316L 52 265 0,6513 sealed 1 

6T0100K1 40 Titanium 50,8 125 1,3114 sealed  

6T0100K3 40 Titanium 50,8 125 0,8975 sealed 2 

6T0120K1 40 Titanium 50,8 145 1,1007 sealed 1, 2 

6T0120K3 40 Titanium 50,8 145 0,7837 sealed 2 

6T0150K1 40 Titanium 50,8 175 0,9029 sealed 1, 2 

6T0150K3 40 Titanium 50,8 175 0,6763 sealed 2 

6T0180K1 40 Titanium 50,8 205 0,7791 sealed 1, 2 

6T0180K3 40 Titanium 50,8 205 0,6100 sealed 2 

6T0240K1 40 Titanium 50,8 265 0,6391 sealed 1, 2 

6T0240K3 40 Titanium 50,8 265 0,5187 sealed 2 

6T0300K1 40 Titanium 50,8 325 0,5694 sealed 1, 2 

6T0300K3 40 Titanium 50,8 325 0,4812 sealed 2 

6T0400K1 40 Titanium 50,8 425 0,5300 sealed 1, 2 

6T0400K3 40 Titanium 50,8 425 0,4373 sealed 2 

6T0500K1 40 Titanium 50,8 525 0,4463 sealed 1, 2 

6T0500K3 40 Titanium 50,8 525 0,4098 sealed 2 

6T0600K1 40 Titanium 50,8 625 0,4370 sealed 1, 2 

6T0600K3 40 Titanium 50,8 625 0,3834 sealed 2 

6H0200K1 
 

40 
 

Titanium, 
Halar-coated 

52 
 

265 
 

0,7674 
 

sealed 
  

6H0200K3 
 

40 
 

Titanium, 
Halar-coated 

52 
 

265 
 

0,6470 
 

sealed 
  

6HC012K1 40 Hastelloy C4 52 145 1,2400 sealed  

6HC024K1 40 Hastelloy C4 52 265 0,7470 sealed  

6HC024K3 40 Hastelloy C4 52 265 0,6600 sealed 1 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-6 Cryo 3.10.1 for cryogenic applications, non-vaporizing fluids 

Characteristics: PN40 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60.3 x 2 mm 9 Drain plug 
2 c to c distance  10 Additional drain flange, open 
3 Design (Indication rail) 11 Float pipe top end finish 
4 Armaflex® insulation 12 Vent plug 
6 Process connection side/side 13 Counter flanges 
7 Side studs welded with T-pieces  14 Additional bracket 
 for 100 % X-ray-testing 15 Float pipe seamless 
8 Float removal flange 16 Float 
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -6 Cryo  
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  
   

Drain/Vent connections: 
Plug R1/2"  (for more please see order 
codes)  

   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -200..+100 °C  
   

Operation pressure: max. 40 bar  
   

Operation density: min. 0,4693 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS (min. -10°C)  

 SS or material in acc. with DIN 17280  
   

Gasket PTFE min -150 °C  

 Klingersil TOP Chem 2000   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Dimensions:  

 - Å50,8 x 270 mm*   
Standard dimensions: A = 240 mm*  

 B = 130 mm  

 C = 40 mm  

   

Base equipment printed in bold letters!  
* not for vaporizing media (e.g. ammonia)  
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes 

Mag. Level Gauge 
Type ITA-6 Cryo / PN40/ 300 lbs 

for cryogenic applications / non-vaporizing fluids 
 

Order Codes mag. Level gauge type ITA-6 Cryo / PN40/ 300 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-6 Cryo, PN40/300 lbs 

 1. Type 

ITA-6-Cryo ITA-6 Cryo, PN40/300 lbs /Float pipe and Flanges: 1.4404 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Armaflex® - Insulation 

0 without insulation 

F Thickness 9 mm; up to -15 °C 

R Thickness 30 mm; up to -50 °C 

T Thickness 70 mm; up to -200 °C 

 4. Size & material float pipe/material flanges 

15 Ø60,3x2,0mm (welded), mat.: 316L/316L 

16 Ø60,3x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 5. c to c distance 

L c to c distance in mm 

 5.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 6. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K34 > 5000 mm - with flange connection: DN32 PN40, two or more parts design 

K54 > 5000 mm - with flange connection: DN50 PN40, two or more parts design 

KLH > 5000 mm - with flange connection: 2" ANSI 300 lbs, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 8.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A04 DN15 / PN40 

A14 DN20 / PN40 

A24 DN25 / PN40 

A34 DN32 / PN40 

A44 DN40 / PN40 

A54 DN50 / PN40 

AEH 1/2" / 300 lbs 

AFH 3/4" / 300 lbs 

AGH 1" / 300 lbs 

AHH 1 1/4" / 300 lbs 

AKH 1 1/2" / 300 lbs 

ALH 2" / 300 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 10. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side) 

B54 Flange DN50 PN40 incl. blind flange 

BLH Flange 2" ANSI 300 lbs incl. blind flange 

YY others, please specify 

 10.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 10.2 Gasket 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 10.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 (Xylan coated) (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 11. Drain plug 

0 without 

1 Drain plug G1/2" with soft iron gasket 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

 12. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 12.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 10.3 Bolts & nuts float removal flange (bottom side) 

000 without 

D04 stud with flange DN15 PN40 

D14 stud with flange DN20 PN40 

D24 stud with flange DN25 PN40 

D34 stud with flange DN32 PN40 

D44 stud with flange DN40 PN40 

DEH stud with flange 1/2" ANSI 300 lbs 

DFH stud with flange 3/4" ANSI 300 lbs 

DGH stud with flange 1" ANSI 300 lbs 

DHH stud with flange 1 1/4" ANSI 300 lbs 

DKH stud with flange 1 1/2" ANSI 300 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 12.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E04 DN15 PN40 

E14 DN20 PN40 

E24 DN25 PN40 

E34 DN32 PN40 

E44 DN40 PN40 

EEH 1/2" ANSI 300 lbs 

EFH 3/4" ANSI 300 lbs 

EGH 1" ANSI 300 lbs 

EHH 1 1/4" ANSI 300 lbs 

EKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

 12.4 Flange faces 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 13. Float pipe top end finish 

CXX End cap  

C54 Flange with blind flange DN50 PN40 

CLH Flange with blind flange 2" ANSI 300 lbs 

YY others, please specify 

 13.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 13.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 13.3 Bolts & nuts float pipe top end finish flange 

00 without (top = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; Wst. Steel 5.6/5.2 (Xylan coated)   (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

 14. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

 15. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 15.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 15.2 Nominal size / pressure rating 

000 without 

F04 stud with flange DN15 PN40 

F14 stud with flange DN20 PN40 

F24 stud with flange DN25 PN40 

F34 stud with flange DN32 PN40 

F44 stud with flange DN40 PN40 

FEH stud with flange 1/2" ANSI 300 lbs 

FFH stud with flange 3/4" ANSI 300 lbs 

FGH stud with flange 1" ANSI 300 lbs 

FHH stud with flange 1 1/4" ANSI 300 lbs 

FKH stud with flange 1 1/2" ANSI 300 lbs 

YYY others, please specify 

 15.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G04 DN15 PN40 

G14 DN20 PN40 

G24 DN25 PN40 

G34 DN32 PN40 

G44 DN40 PN40 

GEH 1/2" ANSI 300 lbs 

GFH 3/4" ANSI 300 lbs 

GGH 1" ANSI 300 lbs 

GHH 1 1/4" ANSI 300 lbs 

GKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 15.4 Flange faces 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16. Counter Flange Process Conncetion side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 16.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 16.2 nominal size / pressure rating 

000 without  

AAA welding or threaded connection 

H04 DN15 / PN40 

H14 DN20 / PN40 

H24 DN25 / PN40 

H34 DN32 / PN40 

H44 DN40 / PN40 

H54 DN50 / PN40 

HEH 1/2" / 300 lbs 

HFH 3/4" / 300 lbs 

HGH 1" / 300 lbs 

HHH 1 1/4" / 300 lbs 

HKH 1 1/2" / 300 lbs 

HLH 2" / 300 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 16.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16.4 Gasket Counter Flanges 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 16.5 Bolts & nuts counter flanges 

00 without 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 (Xylan coated)   (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv, (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

 17. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 Cryo 3.10.2 Order Codes (continuation) 

Code Description 

 18. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

6C0240K1 40 Titanium 50,8 265 0,6391 sealed 2; 3 

6C0400K1 40 Titanium 50,8 425 0,5981 sealed 2; 3 

6C0500K3 40 Titanium 50,8 525 0,5486 sealed 1; 2; 3 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 

3: without spacers 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-6 CR64 3.11.1 for cryogenic applications, vaporizing fluids 

Characteristics: PN40 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 64 x 2 mm 9 Drain plug 
2 c to c distance  10 Additional drain flange, open 
3 Design (Indication rail) 11 Float pipe top end finish 
4 Armaflex® insulation 12 Vent plug 
6 Process connection side/side 13 Counter flanges 
7 Side studs welded with T-pieces  14 Additional bracket 
 for 100 % X-ray-testing 15 Float pipe seamless 
8 Float removal flange 16 Float 
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -6 CR64 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 64 x 2 mm welded,   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  

 Welding or threaded stud   
   

Drain/Vent connections: 
Plug G1/2"  (for more please see order 
codes)  

   

Pipe material: 
1.4404; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 1.4404  

 Titan, Titan/E-CTFE-coated  
   

Operation temperature: -200..+100 °C  
   

Operation pressure: max. 40 bar  
   

Operation density: min. 0,4693 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS (min. -10°C)  

 SS or material in acc. with DIN 17280  
   

Gasket PTFE min -150 °C  

 Klingersil TOP Chem 2000   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Length:   

 -Å50,8 x 270 mm*   

 -Å50,8 x 530 mm  
Standard dimensions: A = 240 mm*  

 B = 130 mm  

 C = 40 mm  

   

Base equipment printed in bold letters!  
* not for vaporizing media (e.g. ammonia)  
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes 

Mag. Level Gauge 
Type ITA-6 CR64 / PN40/ 300 lbs 

for cryogenic applications / vaporizing fluids 
 

Order Codes mag. Level gauge type ITA-6 CR64 / PN40/ 300 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-6 CR64, PN40/300 lbs 

 1. Type 

ITA-6-CR64 ITA-6 CR64, PN40/300 lbs /Float pipe and Flanges: 1.4404 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

BV Type approval acc. Bureau Veritas rules 

DNV Type approval acc. DET NORSKE VERITAS rules 

GL Type approval acc. German Lloyd rules 

LR Type approval acc. Lloyd's Register rules 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Armaflex® - Insulation 

0 without insulation 

F Thickness 9 mm; up to -15 °C 

R Thickness 30 mm; up to -50 °C 

T Thickness 70 mm; up to -200 °C 

 4. Size & material float pipe/material flanges 

19 Ø64x2,0mm (welded), mat.: 316L/316L 

20 Ø64x2,0mm (welded), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 5. c to c distance 

L c to c distance in mm 

 5.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 5.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 6. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K34 > 5000 mm - with flange connection: DN32 PN40, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 8.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A04 DN15 / PN40 

A14 DN20 / PN40 

A24 DN25 / PN40 

A34 DN32 / PN40 

A44 DN40 / PN40 

A54 DN50 / PN40 

AEH 1/2" / 300 lbs 

AFH 3/4" / 300 lbs 

AGH 1" / 300 lbs 

AHH 1 1/4" / 300 lbs 

AKH 1 1/2" / 300 lbs 

ALH 2" / 300 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9. Side studs welded with T-pieces for 100 % X-ray testing 

0 without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 10. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side) 

B54 Flange DN50 PN40 incl. blind flange 

BLH Flange 2" ANSI 300 lbs incl. blind flange 

YY others, please specify 

 10.1 Surface float removal flange (bottom side) (only DN50 or 2") 

00 without 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 10.2 Gasket 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 10.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 (Xylan coated) (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 11. Drain plug 

0 without 

1 Drain plug G1/2" with soft iron gasket 

 12. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 12.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 12.2 Bolts & nuts float removal flange (bottom side) 

000 without 

D04 stud with flange DN15 PN40 

D14 stud with flange DN20 PN40 

D24 stud with flange DN25 PN40 

D34 stud with flange DN32 PN40 

D44 stud with flange DN40 PN40 

DEH stud with flange 1/2" ANSI 300 lbs 

DFH stud with flange 3/4" ANSI 300 lbs 

DGH stud with flange 1" ANSI 300 lbs 

DHH stud with flange 1 1/4" ANSI 300 lbs 

DKH stud with flange 1 1/2" ANSI 300 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 12.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E04 DN15 PN40 

E14 DN20 PN40 

E24 DN25 PN40 

E34 DN32 PN40 

E44 DN40 PN40 

EEH 1/2" ANSI 300 lbs 

EFH 3/4" ANSI 300 lbs 

EGH 1" ANSI 300 lbs 

EHH 1 1/4" ANSI 300 lbs 

EKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

 12.4 Flange faces 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 13. Float pipe top end finish 

CXX End cap  

C54 Flange with blind flange DN50 PN40 

CLH Flange with blind flange 2" ANSI 300 lbs 

YY others, please specify 

 13.1 Surface float pipe top end finish flange (only DN50 or 2") 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 13.2 Gasket float pipe top end finish flange 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99 others, please specify 

 13.3 Bolts & nuts float pipe top end finish flange 

00 without (top = End cap) 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; Wst. Steel 5.6/5.2 (Xylan coated)   (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; Wst. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

 14. Vent plug at top end 

0 without 

1 Vent plug G1/2" with soft iron gasket 

 15. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 15.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 15.2 Nominal size / pressure rating 

000 without 

F04 stud with flange DN15 PN40 

F14 stud with flange DN20 PN40 

F24 stud with flange DN25 PN40 

F34 stud with flange DN32 PN40 

F44 stud with flange DN40 PN40 

FEH stud with flange 1/2" ANSI 300 lbs 

FFH stud with flange 3/4" ANSI 300 lbs 

FGH stud with flange 1" ANSI 300 lbs 

FHH stud with flange 1 1/4" ANSI 300 lbs 

FKH stud with flange 1 1/2" ANSI 300 lbs 

YYY others, please specify 

 15.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G04 DN15 PN40 

G14 DN20 PN40 

G24 DN25 PN40 

G34 DN32 PN40 

G44 DN40 PN40 

GEH 1/2" ANSI 300 lbs 

GFH 3/4" ANSI 300 lbs 

GGH 1" ANSI 300 lbs 

GHH 1 1/4" ANSI 300 lbs 

GKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 15.4 Flange faces 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16. Counter Flange Process Conncetion side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 16.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 16.2 nominal size / pressure rating 

000 without  

AAA welding or threaded connection 

H04 DN15 / PN40 

H14 DN20 / PN40 

H24 DN25 / PN40 

H34 DN32 / PN40 

H44 DN40 / PN40 

H54 DN50 / PN40 

HEH 1/2" / 300 lbs 

HFH 3/4" / 300 lbs 

HGH 1" / 300 lbs 

HHH 1 1/4" / 300 lbs 

HKH 1 1/2" / 300 lbs 

HLH 2" / 300 lbs 

YYY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 16.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 16.4 Gasket Counter Flanges 

00 without 

PT PTFE up to 100 °C 

TC Klingersil Top Chem 2000 

99# others, please specify 

 16.5 Bolts & nuts counter flanges 

00 without 

2A DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 electro galvanised (DN32/50 PN40) 

2C DIN931 / ISO 4014: M16 x 70 mm; mat. Stainless steel A2-70 (DN32/50 PN40) 

4D DIN 2510 Form L: M16 x 85 mm; mat. YK (CK35) electro galvanized (DN50 PN40) 

4C DIN 2510 Form L: M16 x 85 mm; mat. A2-70 (DN50 PN40) 

2B DIN931 / ISO 4014: M16 x 70 mm; mat. Steel 5.6/5.2 (Xylan coated)   (DN32/50 PN40) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv, (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

YY others, please specify 

 17. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-6 CR64 3.11.2 Order Codes (continuation) 

Code Description 

 18. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

6C0240K1 40 Titanium 50,8 265 0,6391 sealed 2; 4 

6C0500K1 40 Titanium 50,8 525 0,5981 Sealed 2; 4 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 

4: with spacers 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-7 3.12.1 ITA-7 

Characteristics: PN63 / Float pipe and flange material: 1.4404 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -7 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 butt -weld connection wie T -pieces   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 1.4571; 1.4404; 1.4435; 1.4539;  

 Hastelloy C4 (2.4610); Inconel 625 (2.4856);  

 Inconel 825 (2.4858);Titan (3.7035)  

 (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: Titanium** , Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 64 bar  
   

Operation density: min. 0,4243 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

 -530 mm  

 -630 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm  

 -C = 40 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** not for use for hydrogen or alcohol -compounds  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-7.0 3.12.2 ITA-7.0 

Characteristics: PN63 / Float pipe: 1.4404; flanges: C.S. 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -7.0 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 2 mm welded,   

 butt -weld connection wie T -pieces   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 300#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 1.4571; 1.4404; 1.4435; 1.4539;  

 Hastelloy C4 (2.4610); Inconel 625 (2.4856);  

 Inconel 825 (2.4858);Titan (3.7035)  

 (other materials on request)  
   

Flange material: CS  
   

Float material: Titanium** , Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 64 bar  
   

Operation density: min. 0,4243 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

 -530 mm  

 -630 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm  

 - C = 40 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** not for use for hydrogen or alcohol -compounds  
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Mag. Level Gauge type ITA  

ITA-7/-7.0 3.12.3 Pressure-Temperature Table ITA-3 (float pipe)  
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes  

Mag. Level Gauge 
Type ITA-7 & ITA-7.0 / PN63/ 300 lbs 

 
 

Order Codes mag. Level gauge type ITA-7 & ITA-7.0 / PN63/ 300 lbs 
 

Code Description 

 Mag. Level Gauge type ITA-7 & ITA-7.0, PN63/300 lbs 

 1. Type 

ITA-7 
ITA-7.0 

ITA-7, PN63/300 lbs /Float pipe and Flanges: 1.4404 
ITA-7.0, PN63/300 lbs /Float pipe: 1.4404; Flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.11.2 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

22 Ø60,3x2,9mm (seamless), mat.: 316L/316L 

23 Ø60,3x2,9mm (seamless), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K55 > 5000 mm - with flange connection: DN50 PN63, two or more parts design 

 7. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 7.2 Nominal size / pressure rating 

000 welding or threaded connection 

A05 DN15 / PN63 

A15 DN20 / PN63 

A25 DN25 / PN63 

A35 DN32 / PN63 

A45 DN40 / PN63 

A55 DN50 / PN63 

AEH 1/2" / 300 lbs 

AFH 3/4" / 300 lbs 

AGH 1" / 300 lbs 

AHH 1 1/4" / 300 lbs 

AKH 1 1/2" / 300 lbs 

ALH 2" / 300 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip; Rz = 160µm) 

D3 DIN Form C (raised sealing strip; Rz = 160µm) 

D4 DIN Form D (raised sealing strip; Rz = 40µm) 

D5 DIN Form E (raised sealing strip; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Side studs welded with T-pieces for 100 % X-ray testing 

0 Without 

T T-pieces 

(pl. see next page) 
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ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 9. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B55 Flange DN50 PN63 incl. blind flange 

BLH Flange 2" ANSI 300 lbs incl. blind flange 

L55 Flange DN50 PN63 reinforced for shut-off valve on side 

LLH Flange 2" ANSI 300 lbs reinforced for shut-off valve on side 

YY others, please specify 

 9.1 Surface float removal flange (bottom side) 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A ( without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9.2 Gasket 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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ITA-7 & ITA-7.0 3.12.4 Order Codes  

Code Description 

 9. Float removal flange (bottom side) 

00 without (bottom side = End cap) 

5A DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 electrogalvanised (DN50 PN63) 

5C DIN931 / ISO 4014: M20 x 80 mm; mat. Stainless steel A2-70 (DN50 PN63) 

6D DIN 2510 Form L: M20 x 110 mm; mat. YK (CK35) electro galvanized (DN50 PN63) 

6C DIN 2510 Form L: M20 x 110 mm; mat. A2-70 (DN50 PN63) 

5B DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 Xylan coated (DN50 PN63) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM ele. galvan. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvan. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM ele. galvan. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvan. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvan. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 10. Drain plug 

0 without 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.11.2 Order Codes (continuation) 

Code Description 

 11. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 11.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 11.2 Nominal size / Pressure rating 

000 without 

D05 stud with flange DN15 PN63 

D15 stud with flange DN20 PN63 

D25 stud with flange DN25 PN63 

D35 stud with flange DN32 PN63 

D45 stud with flange DN40 PN63 

DEH stud with flange 1/2" ANSI 300 lbs 

DFH stud with flange 3/4" ANSI 300 lbs 

DGH stud with flange 1" ANSI 300 lbs 

DHH stud with flange 1 1/4" ANSI 300 lbs 

DKH stud with flange 1 1/2" ANSI 300 lbs 

999 others, please specify 

 11.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E05 DN15 PN63 

E15 DN20 PN63 

E25 DN25 PN63 

E35 DN32 PN63 

E45 DN40 PN63 

EEH 1/2" ANSI 300 lbs 

EFH 3/4" ANSI 300 lbs 

EGH 1" ANSI 300 lbs 

EHH 1 1/4" ANSI 300 lbs 

EKH 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 



170 

Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes  

Code Description 

 11.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C55 Flange DN50 PN63 incl. blind flange 

CLH Flange 2" ANSI 300 lbs incl. blind flange 

L55 Flange DN50 PN63 reinforced for shut-off valve on side 

LLH Flange 2" ANSI 300 lbs reinforced for shut-off valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 12.1 Surface float pipe top end finish flange 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12.2 Gasket float pipe top end finish flange 

00 without (top = End cap) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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ITA-7 & ITA-7.0 3.12.4 Order Codes  

Code Description 

 12.3 Bolts & nuts float pipe top end finish flange 

00 without (top = End cap) 

5A DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 electrogalvanised (DN50 PN63) 

5C DIN931 / ISO 4014: M20 x 80 mm; mat. Stainless steel A2-70 (DN50 PN63) 

6D DIN 2510 Form L: M20 x 110 mm; mat. YK (CK35) electro galvanized (DN50 PN63) 

6C DIN 2510 Form L: M20 x 110 mm; mat. A2-70 (DN50 PN63) 

5B DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 Xylan coated (DN50 PN63) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM ele. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 13. Vent plug at top end 

0 without 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 14. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 14.1 Standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 14.2 Nominal size / pressure rating 

000 without 

F05 stud with flange DN15 PN63 

F15 stud with flange DN20 PN63 

F25 stud with flange DN25 PN63 

F35 stud with flange DN32 PN63 

F45 stud with flange DN40 PN63 

FEH stud with flange 1/2" ANSI 300 lbs 

FFH stud with flange 3/4" ANSI 300 lbs 

FGH stud with flange 1" ANSI 300 lbs 

FHH stud with flange 1 1/4" ANSI 300 lbs 

FKH stud with flange 1 1/2" ANSI 300 lbs 

999 others, please specify 

 14.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G05 stud with flange DN15 PN63 

G15 stud with flange DN20 PN63 

G25 stud with flange DN25 PN63 

G35 stud with flange DN32 PN63 

G45 stud with flange DN40 PN63 

GEH stud with flange 1/2" ANSI 300 lbs 

GFH stud with flange 3/4" ANSI 300 lbs 

GGH stud with flange 1" ANSI 300 lbs 

GHH stud with flange 1 1/4" ANSI 300 lbs 

GKH stud with flange 1 1/2" ANSI 300 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes  

Code Description 

 14.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15. Counter flange process connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 15.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 15.2 Nominal size / pressure rating 

000 without  

H05 DN15 / PN63 

H15 DN20 / PN63 

H25 DN25 / PN63 

H35 DN32 / PN63 

H45 DN40 / PN63 

H55 DN50 / PN63 

HEH 1/2" / 300 lbs 

HFH 3/4" / 300 lbs 

HGH 1" / 300 lbs 

HHH 1 1/4" / 300 lbs 

HKH 1 1/2" / 300 lbs 

HLH 2" / 300 lbs 

YYY others, please specify 

 15.3 Flange face counter flanges 

00 without  

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15.4 Gasket Counter Flanges 

00 without  

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes  

Code Description 

 15.5 Bolts & nuts counter flanges 

00 without 

5A DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 electrogalvanised (DN50 PN63) 

5C DIN931 / ISO 4014: M20 x 80 mm; mat. Stainless steel A2-70 (DN50 PN63) 

6D DIN 2510 Form L: M20 x 110 mm; mat. YK (CK35) electro galvanized (DN50 PN63) 

6C DIN 2510 Form L: M20 x 110 mm; mat. A2-70 (DN50 PN63) 

5B DIN931 / ISO 4014: M20 x 80 mm; mat. Steel 5.6/5.2 Xylan coated (DN50 PN63) 

BE ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galvanized (2" 300lbs RF) 

BF ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM electro galv. (2" 300lbs RF) 

BG ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RF) 

BH ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RF) 

BJ ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RF) 

BK ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RF) 

DE ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 300lbs RTJ) 

DF ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM ele. galv. (2" 300lbs RTJ) 

DG ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 300lbs RTJ) 

DH ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 300lbs RTJ) 

DJ ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 300lbs RTJ) 

DK ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 300lbs RTJ) 

BL ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RF) 

BM ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan coated (2" 300lbs RF) 

DL ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 300lbs RTJ)  

DM ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2" 300lbs RTJ)  

BN ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

BP ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galvanized (2" 300lbs RF) 

DN ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

DP ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 300lbs RTJ) 

BR ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

BT ASME B16.5 UNC: 5/8" x 89 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RF) 

DR ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

DT ASME B16.5 UNC: 5/8" x 102 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan coated (2" 300lbs RTJ)  

YY others, please specify 

 16. Addional backet welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-7 & ITA-7.0 3.12.4 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

7T0240K1 64 Titanium 50,8 265 0,6820 sealed 2 

7T0240K3 64 Titanium 50,8 265 0,5551 sealed 1, 2 

7T0300K1 64 Titanium 50,8 325 0,6064 sealed 2 

7T0300K3 64 Titanium 50,8 325 0,5168 sealed 1, 2 

7T0500K3 64 Titanium 50,8 525 0,4450 sealed 2 

7T0600K3 64 Titanium 50,8 625 0,4243 sealed 1, 2 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

Characteristics: PN6 / Material: PVC 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 c to c distance    
3 Design (Indication rail)   
6 Process connection side/side   
7 Drain plug   
8 Float pipe top end finish   
9 Mounting link   
10 Float   
    

 

ITA 3. Level Gauges in Detail  

ITA-8.1 3.13.1 ITA-8.1 (PVC) 
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -8.1 (PVC) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 63 x 4,7 mm  
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2")  
   

Drain/Vent connections: Plug R1/2"  (for more please see order codes)  
   

Pipe material: PVC  
   

Flange material: same as pipe material  
   

Float material: PVC  
   

Operation temperature: -30..+60 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,75 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Length:   

 - 255 mm  

 - 135 mm  
      

Standard dimensions: A = 240 mm*  

 B = 130 mm  

 C = 110 mm  

    

 Baseequipment printed in bold letters!  
* for densities < 0, 75 kg/dm³ enlarge the s cale A  
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Mag. Level Gauge type ITA  

ITA-8.1  3.13.2 Order Codes  

Mag. Level Gauge 
Type ITA-8.1 / PN6 /  PVC 

 
 

Order Codes mag. Level gauge type ITA-8.1 / PN6 /  PVC 
 

Code Description 

 Mag. Level Gauge type ITA-8.1, PN6 /  PVC 

 1. Type 

ITA-8.1 ITA-8.1, PN6 /Float pipe, Flanges, Float: PVC 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.1 3.13.2 Order Codes (continuation) 

Code Description 

 3. Size & material float pipe/material flanges 

26 Ø63 x 4,7 mm, mat. PVC 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Reinforcement 

0 without 

V Reinforcement of the PVC-guide-tube, mat. 1.4404 

A each 100 mm 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K31 > 5000 mm - with flange connection: DN32 PN6, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 8.1 standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.1 3.13.2 Order Codes  

Code Description 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A01 DN15 / PN6 

A02 DN15 / PN10 

A11 DN20 / PN6 

A12 DN20 / PN10 

A21 DN25 / PN6 

A22 DN25 / PN10 

A31 DN32 / PN6 

A32 DN32 / PN10 

A41 DN40 / PN6 

A42 DN40 / PN10 

A51 DN50 / PN6 

A52 DN50 / PN10 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9. Float removal flange (bottom side) 

000 without 

B31 Flange DN32 PN16 incl. blind flange 

YY others, please specify 

 9.1 Surfac float removal flange (bottom side) 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9.2 Gasket 

00 without 

VT Viton 

99 others, please specify 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.1 3.13.2 Order Codes (continuation) 

Code Description 

 10. Drain plug 

0 without 

7 Drain plug R1/2"  

4 Drain plug 1/2" NPT 

 11. Additional drain connection 

00 without 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C31 Flange with blind flange DN32 PN6 

YY others, please specify 

 12.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 12.2 Gasket float pipe tope end finish flange 

00 without 

VT Viton 

99 others, please specify 

 12.3 Gasket float pipe tope end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 13. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 14. Additional vent connection 

00 without 

YY others, please specify 

 14. Additional vent connection 

00 without 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without 

YY others, please specify 

 16. Additional bracket welded to the float pipe 

00 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.1 3.13.2 Order Codes  

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

8PVC01K1 10 PVC 50 135 1,1500 sealed  

8PVC02K1 10 PVC 50 255 0,7500 sealed  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-8.2 3.14.1 ITA-8.2 (PP) 

Characteristics: PN6 / Material: PVC 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 c to c distance    
3 Design (Indication rail)   
6 Process connection side/side   
7 Drain plug   
8 Float pipe top end finish   
9 Mounting link   
10 Float   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -8.2 (PP) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 63 x 4,7 mm  
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2")  
   

Drain/Vent connections: 
Plug R1/2"  (for more please see order 
codes)  

   

Pipe material: PP  
   

Flange material: same as pipe material  
   

Float material: PP  
   

Operation temperature: -30..+80 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,65 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Length:   

 - 255 mm  

 - 135 mm  
      

Standard dimensions: A = 240 mm*  

 B = 130 mm  

 C = 110 mm  

    

 Baseequipment printed in bold letters!  
* for densities < 0, 75 kg/dm³ enlarge the s cale A  
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Mag. Level Gauge type ITA  

ITA-8.2 3.14.2 Order Codes (continuation) 

Mag. Level Gauge 
Type ITA-8.2 / PN6 /  PP 

 
 

Order Codes mag. Level gauge type ITA-8.1 / PN6 /  PVC 
 

Code Description 

 Mag. Level Gauge type ITA-8.1, PN6 /  PVC 

 1. Type 

ITA-8.1 ITA-8.1, PN6 /Float pipe, Flanges, Float: PVC 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.2 3.14.2 Order Codes  

Code Description 

 3. Size & material float pipe/material flanges 

26 Ø63 x 3,6 mm, mat. PP 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Reinforcement 

0 Without 

V Reinforcement of the PP-guide-tube, mat. 1.4404 

A each 100 mm 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K31 > 5000 mm - with flange connection: DN32 PN6, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 8.1 standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.2 3.14.2 Order Codes (continuation) 

Code Description 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A01 DN15 / PN6 

A02 DN15 / PN10 

A11 DN20 / PN6 

A12 DN20 / PN10 

A21 DN25 / PN6 

A22 DN25 / PN10 

A31 DN32 / PN6 

A32 DN32 / PN10 

A41 DN40 / PN6 

A42 DN40 / PN10 

A51 DN50 / PN6 

A52 DN50 / PN10 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9. Float removal flange (bottom side) 

000 without 

B31 Flange DN32 PN16 incl. blind flange 

YY others, please specify 

 9.1 Surfac float removal flange (bottom side) 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9.2 Gasket 

00 without 

VT Viton 

99 others, please specify 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.2 3.14.2 Order Codes  

Code Description 

 10. Drain plug 

0 without 

7 Drain plug R1/2"  

4 Drain plug 1/2" NPT 

 11. Additional drain connection 

00 without 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C31 Flange with blind flange DN32 PN6 

YY others, please specify 

 12.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 12.2 Gasket float pipe tope end finish flange 

00 without 

VT Viton 

99 others, please specify 

 12.3 Gasket float pipe tope end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 13. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 14. Additional vent connection 

00 without 

YY others, please specify 

 14. Additional vent connection 

00 without 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without 

YY others, please specify 

 16. Additional bracket welded to the float pipe 

00 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.2 3.14.2 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

8PP001K1 10 PP 50 135 0,9500 sealed  

8PP002K1 10 PP 50 255 0,6500 sealed  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-8.3 3.15.1 ITA-8.3 (PVDF) 

Characteristics: PN6 / Material: PVDF 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 2 mm   
2 c to c distance    
3 Design (Indication rail)   
6 Process connection side/side   
7 Drain plug   
8 Float pipe top end finish   
9 Mounting link   
10 Float   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -8.3 (PVDF) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 63 x 4,7 mm  
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2")  
   

Drain/Vent connections: 
Plug R1/2"  (for more please see order 
codes)  

   

Pipe material: PVDF  
   

Flange material: same as pipe material  
   

Float material: PVDF  
   

Operation temperature: -40..+120 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,85 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type  

 Length:   

 - 255 mm  

 - 135 mm  
      

Standard dimensions: A = 240 mm*  

 B = 130 mm  

 C = 110 mm  

    

Baseequipment printed in bold letters!  
* for densities < 0, 75 kg/dm³ enlarge the s cale A  
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Mag. Level Gauge type ITA  

ITA-8.3 3.15.2 Order Codes  

Mag. Level Gauge 
Type ITA-8.3 / PN6 /  PVDF 

 
 

Order Codes mag. Level gauge type ITA-8.3 / PN6 /  PVDF 
 

Code Description 

 Mag. Level Gauge type ITA-8.3, PN6 /  PVDF 

 1. Type 

ITA-8.2 ITA-8.3, PN6 /Float pipe, Flanges, Float: PVDF 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.3 3.15.2 Order Codes (continuation) 

Code Description 

 3. Size & material float pipe/material flanges 

26 Ø63 x 4,7 mm, mat. PVDF 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Reinforcement 

0 Without 

V Reinforcement of the PP-guide-tube, mat. 1.4404 

A each 100 mm 

 7. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K31 > 5000 mm - with flange connection: DN32 PN6, two or more parts design 

 8. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 8.1 standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.3 3.15.2 Order Codes  

Code Description 

 8.2 Nominal size / pressure rating 

000 welding or threaded connection 

A01 DN15 / PN6 

A02 DN15 / PN10 

A11 DN20 / PN6 

A12 DN20 / PN10 

A21 DN25 / PN6 

A22 DN25 / PN10 

A31 DN32 / PN6 

A32 DN32 / PN10 

A41 DN40 / PN6 

A42 DN40 / PN10 

A51 DN50 / PN6 

A52 DN50 / PN10 

AEG 1/2" / 150 lbs 

AFG 3/4" / 150 lbs 

AGG 1" / 150 lbs 

AHG 1 1/4" / 150 lbs 

AKG 1 1/2" / 150 lbs 

ALG 2" / 150 lbs 

YYY others, please specify 

 8.3 Flange faces process connection flanges 

00 welding or threaded connection 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9. Float removal flange (bottom side) 

000 without 

B31 Flange DN32 PN16 incl. blind flange 

YY others, please specify 

 9.1 Surfac float removal flange (bottom side) 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 9.2 Gasket 

00 without 

VT Viton 

99 others, please specify 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.3 3.15.2 Order Codes (continuation) 

Code Description 

 10. Drain plug 

0 without 

7 Drain plug R1/2"  

4 Drain plug 1/2" NPT 

 11. Additional drain connection 

00 without 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap  

C31 Flange with blind flange DN32 PN6 

YY others, please specify 

 12.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 12.2 Gasket float pipe tope end finish flange 

00 without 

VT Viton 

99 others, please specify 

 12.3 Gasket float pipe tope end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 13. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 14. Additional vent connection 

00 without 

YY others, please specify 

 14. Additional vent connection 

00 without 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without 

YY others, please specify 

 16. Additional bracket welded to the float pipe 

00 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-8.3 3.15.2 Order Codes  

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

8PVDF1K1 10 PVDF 50 135 1,3000 sealed  

8PVDF2K1 10 PVDF 50 255 0,8500 sealed  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-9.1 3.16.1 ITA-9.1 (PVC) 

Characteristics: PN6 / Material: PVC 

(mounted from top of tank) 

 

 
 

Key: 
1 Float pipe PVC, dimensions 60,3 x 4,7 mm   
2 Measuring length    
3 Design (Indication rail)   
4 Process connection on tank   
5 Follower magnet guide tube topside finish   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -9.1 (PVC) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: top of tank  
   

Measuring range: max. 2500 mm   
   

Pipe diameter: 63 x 4,7 mm   
   

Process connection: Flanged DN 80 (3")  

 Flanged DN100éDN150 (4"é6")  
   

Drain/Vent connections: Flanged DN32 PN6   
   

Pipe material: PVC  
   

Flange material: same as pipe material  
   

Float material: PVC  
   

Operation temperature: -30..+50 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,7 kg/dm³ 
(depending on the measuring length) 

 
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type, with rod  

 Length:   

 - 250 mm  

 - (special sizes available)  

   

Baseequipment printed in bold letters!  
* for densities < 0, 75 kg/dm³ enlarge the s cale A  
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Mag. Level Gauge type ITA  

ITA-9.1 3.16.2 Order Codes (continuation) 

Mag. Level Gauge 
Type ITA-9.1 / PN6 /  PVC 

 
 

Order Codes mag. Level gauge type ITA-9.1 / PN6 /  PVC 
 

Code Description 

 Mag. Level Gauge type ITA-9.1, PN6 /  PVC 

 1. Type 

ITA-9.1 ITA-9.1, PN6 /Float pipe, Flanges, Float: PVC 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.1 3.16.2 Order Codes  

Code Description 

 3. Size & material float pipe/material flanges 

26 Ø63 x 4,7 mm, mat. PVC 

 4. Insertion length (L2) 

L2 in mm 

 4.1 Upper pipe stand off 

B Dim. B: 160 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off to process connection flange 

A Dim. A: 100 mm (Standard) 

Y Dim. A in mm (please advise) 

 4.3 Measuring length (max. 2500 mm, depending on the density of the fluid) 

ML Dim. ML in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Process connection on top of tank 

FA flanged connection 

YY others, please specify 

 6.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 6.2 Nominal size / pressure rating 

A61 DN80 / PN6 

A71 DN100 / PN6 

A91 DN150 / PN6 

AMG 3" / 150 lbs 

ANG 4" / 150 lbs 

APG 6" / 150 lbs 

YYY others, please specify 

 6.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without special demand) 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.1 3.16.2 Order Codes (continuation) 

Code Description 

 8. Follower guide tube top end finish 

C31 Flange with blind flange DN32 PN6 

YY Others, please specify 

 8.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 8.2 Gasket float pipe top end finish flange 

00 without 

VT Viton 

99 others, please specify 

 8.3 Bolts & nuts float pipe top end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 9. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 10. Additional vent connection 

00 without 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.1 3.16.2 Order Codes  

Code Description 

 11. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 
min. density 

[kg/dm³] 

Type: 
 
 

Note: 
 
 

9PVC03K1 6 PVC 50 135 on request sealed 1. 

1. only with 316SS or Aluminium indication rail 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-9.2 3.17.1 ITA-9.2 (PP) 

Characteristics: PN6 / Material: PP 

(mounted from top of tank) 

 

 
 

Key: 
1 Float pipe PP, dimensions 60,3 x 3,6 mm   
2 Measuring length    
3 Design (Indication rail)   
4 Process connection on tank   
5 Follower magnet guide tube topside finish   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -9.2 (PP) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: top of tank  
   

Measuring range: max. 2500 mm   
   

Pipe diameter: 63 x 3,6 mm   
   

Process connection: Flanged DN 80 (3")  

 Flanged DN100éDN150 (4"é6")  
   

Drain/Vent connections: Flanged DN32 PN6   
   

Pipe material: PP  
   

Flange material: same as pipe material  
   

Float material: PP  
   

Operation temperature: -10..+80 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,7 kg/dm³ 
(depending on the measuring length) 

 
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type, with rod  

 Length:   

 - 250 mm  

 - (special sizes available)  

   

Baseequipment printed in bold letters!  
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Mag. Level Gauge type ITA  

ITA-9.2 3.17.2 Order Codes (continuation) 

Mag. Level Gauge 
Type ITA-9.2 / PN6 /  PP 

 
 

Order Codes mag. Level gauge type ITA-9.2 / PN6 /  PP 
 

Code Description 

 Mag. Level Gauge type ITA-9.2, PN6 /  PP 

 1. Type 

ITA-9.2 ITA-9.2, PN6 /Float pipe, Flanges, Float: PP 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.2 3.17.2 Order Codes  

Code Description 

 3. Size & material float pipe/material flanges 

30 Ø63 x 3,6 mm, mat. PP 

 4. Insertion length (L2) 

L2 in mm 

 4.1 Upper pipe stand off 

B Dim. B: 160 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off to process connection flange 

A Dim. A: 100 mm (Standard) 

Y Dim. A in mm (please advise) 

 4.3 Measuring length (max. 2500 mm, depending on the density of the fluid) 

ML Dim. ML in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Process connection on top of tank 

FA flanged connection 

YY others, please specify 

 6.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 6.2 Nominal size / pressure rating 

A61 DN80 / PN6 

A71 DN100 / PN6 

A91 DN150 / PN6 

AMG 3" / 150 lbs 

ANG 4" / 150 lbs 

APG 6" / 150 lbs 

YYY others, please specify 

 6.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without special demand) 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.2 3.17.2 Order Codes (continuation) 

Code Description 

 8. Follower guide tube top end finish 

C31 Flange with blind flange DN32 PN6 

YY Others, please specify 

 8.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 8.2 Gasket float pipe top end finish flange 

00 without 

VT Viton 

99 others, please specify 

 8.3 Bolts & nuts float pipe top end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 9. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 10. Additional vent connection 

00 without 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.2 3.17.2 Order Codes  

Code Description 

 11. Floats 

Pressure 
[bar] 

Material 
 

Diameter 
[mm] 

Length 
[mm] 

min. density 
[kg/dm³] 

Type: 
 

Note: 
 

9PP030K1 6 PP 50 on request on request sealed 1. 

1. only with 316SS or Aluminium indication rail 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-9.3 3.18.1 ITA-9.3 (PVDF) 

Characteristics: PN6 / Material: PVDF 

(mounted from top of tank) 

 

 
 

Key: 
1 Float pipe PVDF, dimensions 60,3 x 3 mm   
2 Measuring length    
3 Design (Indication rail)   
4 Process connection on tank   
5 Follower magnet guide tube topside finish   
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Mag. Level Gauge type ITA  

Technical specifications magnetic level gauge type ITA -9.3 (PVDF) 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: top of tank  
   

Measuring range: max. 2500 mm   
   

Pipe diameter: 63 x 3 mm   
   

Process connection: Flanged DN 80 (3")  

 Flanged DN100éDN150 (4"é6")  
   

Drain/Vent connections: Flanged DN32 PN6   
   

Pipe material: PVDF  
   

Flange material: same as pipe material  
   

Float material: PVDF  
   

Operation temperature: -40..+120 °C  
   

Operation pressure: max. 6 bar  
   

Operation density: min. 0,7 kg/dm³ 
(depending on the measuring length) 

 
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: SS   
   

Gasket Viton   
   

Indication rail: Aluminium   

 1.4301  
   

Float types: Cylindical, sealed type, with rod  

 Length:   

 - 250 mm  

 - (special sizes available)  

   

Baseequipment printed in bold letters!  
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Mag. Level Gauge type ITA  

ITA-9.3 3.18.2 Order Codes (continuation) 

Mag. Level Gauge 
Type ITA-9.3 / PN6 /  PP 

 
 

Order Codes mag. Level gauge type ITA-9.3 / PN6 /  PVDF 
 

Code Description 

 Mag. Level Gauge type ITA-9.3, PN6 /  PVDF 

 1. Type 

ITA-9.3 ITA-9.3, PN6 /Float pipe, Flanges, Float: PVDF 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.3 3.18.2 Order Codes (continuation) 

Code Description 

 3. Size & material float pipe/material flanges 

30 Ø63 x 4,7 mm, mat. PVDF 

 4. Insertion length (L2) 

L2 in mm 

 4.1 Upper pipe stand off 

B Dim. B: 160 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off to process connection flange 

A Dim. A: 100 mm (Standard) 

Y Dim. A in mm (please advise) 

 4.3 Measuring length (max. 2500 mm, depending on the density of the fluid) 

ML Dim. ML in mm (please advise) 

 5. Indication rail 

0 without indication rail 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. Process connection on top of tank 

FA flanged connection 

YY others, please specify 

 6.1 Standard 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

 6.2 Nominal size / pressure rating 

A61 DN80 / PN6 

A71 DN100 / PN6 

A91 DN150 / PN6 

AMG 3" / 150 lbs 

ANG 4" / 150 lbs 

APG 6" / 150 lbs 

YYY others, please specify 

 6.3 Flange faces process connection flange 

E1 EN 1092-1 Form A (without special demand) 

A3 ASME B 16.5 Flat Face (FF) 

D1 DIN Form A (without special demand) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.3 3.18.2 Order Codes (continuation) 

Code Description 

 8. Follower guide tube top end finish 

C31 Flange with blind flange DN32 PN6 

YY Others, please specify 

 8.1 Surface float pipe top end finish flange 

00 without 

D1 DIN Form A (without special demand) 

YY others, please specify 

 8.2 Gasket float pipe top end finish flange 

00 without 

VT Viton 

99 others, please specify 

 8.3 Bolts & nuts float pipe top end finish flange 

00 without  

0C DIN931 / ISO 4014: M8 x 60 mm; mat. Stainless steel A2-70 (DN32 PN6) 

YY others, please specify 

 9. Vent plug at top end 

0 without 

7 vent plug R1/2"  

4 vent plug 1/2" NPT 

 10. Additional vent connection 

00 without 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-9.3 3.18.2 Order Codes  

Code Description 

 11. Floats 

Pressure 
[bar] 

Material 
 

Diameter 
[mm] 

Length 
[mm] 

min. density 
[kg/dm³] 

Type: 
 

Note: 
 

9PVD03K1 6 PVDF 50 on request on request sealed 1. 

1. only with 316SS or Aluminium indication rail 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-10 3.19.1 ITA-10 

Characteristics: PN100 / Float pipe and flange material: 1.4571 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 3,2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -10 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 3,2 mm seamless,   

 butt -weld connection wie T -pieces   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 600#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 
1.4571; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: Titanium*** , Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 100 bar  
   

Operation density: min. 0,4632 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

  -430 mm    

 -530 mm  

 -630 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm**  

 - C = 70 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** for end cap B=170 mm for WN  
*** not for use for hydrogen or alcohol -compounds  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-10.0 3.19.2 ITA-10.0 

Characteristics: PN100 / Float pipe: 1.4571 and flanges: CS 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 3,2 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
    

 



220 

Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -10 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 3,2 mm seamless,   

 butt -weld connection wie T -pieces   
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 600#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 
1.4571; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: CS  
   

Float material: Titanium*** , Titan/E-CTFE-coated  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 100 bar  
   

Operation density: min. 0,4632 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

  -430 mm    

 -530 mm  

 -630 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm**  

 - C = 70 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** for end cap B=170 mm for WN  
*** not for use for hydrogen or alcohol -compounds  
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Mag. Level Gauge type ITA  

ITA-10/-10.0 3.19.3 Pressure-Temperature Table ITA-3 (float pipe)  
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes 

Mag. Level Gauge 
Type ITA-10 / ITA-10.0 / PN100 

 
 

Order Codes mag. Level gauge type ITA-10 / ITA-10.0 / PN100 
 

Code Description 

 Mag. Level Gauge type ITA-10 & ITA-10.0, PN100/600 lbs 

 1. Type 

ITA-10 
ITA-10.0 

ITA-10, PN100/600 lbs /Float pipe and Flanges: 1.4571 
ITA-10.0, PN100/600 lbs /Float pipe: 1.4571; Flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

22 Ø60,3x3,2mm (seamless), mat.: 316L/316L 

23 Ø60,3x3,2mm (seamless), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K55 > 5000 mm - with flange connection: DN50 PN63, two or more parts design 

 7. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 7.2 Nominal size / pressure rating 

000 welding or threaded connection 

A06 DN15 / PN100 

A16 DN20 / PN100 

A26 DN25 / PN100 

A36 DN32 / PN100 

A46 DN40 / PN100 

A56 DN50 / PN100 

AEK 1/2" / 600 lbs 

AFK 3/4" / 600 lbs 

AGK 1" / 600 lbs 

AHK 1 1/4" / 600 lbs 

AKK 1 1/2" / 600 lbs 

ALK 2" / 600 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip; Rz = 160µm) 

D3 DIN Form C (raised sealing strip; Rz = 160µm) 

D4 DIN Form D (raised sealing strip; Rz = 40µm) 

D5 DIN Form E (raised sealing strip; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Side studs welded with T-pieces for 100 % X-ray testing 

0 Without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 9. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B56 Flange DN50 PN100 incl. blind flange 

BLK Flange 2" ANSI 600 lbs incl. blind flange 

L56 Flange DN50 PN100 reinforced for shut-off valve on side 

LLK Flange 2" ANSI 600 lbs reinforced for shut-off valve on side 

YY others, please specify 

 9.1 Surface float removal flange (bottom side) 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A ( without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9.2 Gasket 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN100) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN100) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN100) 

EE ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 600lbs RF/RTJ) 

EF ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv- (2" 600lbs RF/RTJ) 

EG ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EH ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EJ ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EK ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EL ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 600lbs RF/RTJ) 

EM ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"600lbs RF/RTJ) 

EN ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 el. galv. (2" 600lbs RF/RTJ) 

EP ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2" 600lbs RF/RTJ) 

ER ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 600lbs RF/RTJ) 

ET ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 600lbs RF/RTJ) 

YY others, please specify 

 10. Drain plug 

0 without 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

 11. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

00 others, please specify 

 11.1 standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 11.2 nominal size / pressure rating 

000 without 

D06 stud with flange DN15 PN100 

D16 stud with flange DN20 PN100 

D26 stud with flange DN25 PN100 

D36 stud with flange DN32 PN100 

D46 stud with flange DN40 PN100 

DEK stud with flange 1/2" ANSI 600 lbs 

DFK stud with flange 3/4" ANSI 600 lbs 

DGK stud with flange 1" ANSI 600 lbs 

DHK stud with flange 1 1/4" ANSI 600 lbs 

DKK stud with flange 1 1/2" ANSI 600 lbs 

999 others, please specify 

 11.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E06 DN15 PN100 

E16 DN20 PN100 

E26 DN25 PN100 

E36 DN32 PN100 

E46 DN40 PN100 

EEK 1/2" ANSI 600 lbs 

EFK 3/4" ANSI 600 lbs 

EGK 1" ANSI 600 lbs 

EHK 1 1/4" ANSI 600 lbs 

EKK 1 1/2" ANSI 600 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 11.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap 

C56 Flange DN50 PN100 incl. blind flange 

CLK Flange 2" ANSI 600 lbs incl. blind flange 

L56 Flange DN50 PN100 reinforced for shut-off valve on side 

LLK Flange 2" ANSI 600 lbs reinforced for shut-off valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 12.1 Surface float pipe top end finish flange 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12.2 Gasket float pipe top end finish flange 

00 without (top = End cap) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 12.1 Surface float pipe top end finish flange 

00 without (top = End cap) 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN100) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN100) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN100) 

EE ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 600lbs RF/RTJ) 

EF ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 600lbs RF/RTJ) 

EG ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EH ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EJ ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EK ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EL ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 600lbs RF/RTJ) 

EM ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"600lbs RF/RTJ) 

EN ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv- (2" 600lbs RF/RTJ) 

EP ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 600lbs RF/RTJ) 

ER ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 600lbs RF/RTJ) 

ET ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 600lbs RF/RTJ) 

YY others, please specify 

 13. Vent plug at top end 

0 without 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

 14. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 14.2 nominal size / pressure rating 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 14.2 nominal size / pressure rating 

000 without 

F06 stud with flange DN15 PN100 

F16 stud with flange DN20 PN100 

F26 stud with flange DN25 PN100 

F36 stud with flange DN32 PN100 

F46 stud with flange DN40 PN100 

FEK stud with flange 1/2" ANSI 600 lbs 

FFK stud with flange 3/4" ANSI 600 lbs 

FGK stud with flange 1" ANSI 600 lbs 

FHK stud with flange 1 1/4" ANSI 600 lbs 

FKK stud with flange 1 1/2" ANSI 600 lbs 

999 others, please specify 

 14.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G06 DN15 PN100 

G16 DN20 PN100 

G26 DN25 PN100 

G36 DN32 PN100 

G46 DN40 PN100 

GEK 1/2" ANSI 600 lbs 

GFK 3/4" ANSI 600 lbs 

GGK 1" ANSI 600 lbs 

GHK 1 1/4" ANSI 600 lbs 

GKK 1 1/2" ANSI 600 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 14.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 15.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 15.2 nominal size / pressure rating 

000 without  

H06 DN15 / PN100 

H16 DN20 / PN100 

H26 DN25 / PN100 

H36 DN32 / PN100 

H46 DN40 / PN100 

H56 DN50 / PN100 

HEK 1/2" / 600 lbs 

HFK 3/4" / 600 lbs 

HGK 1" / 600 lbs 

HHK 1 1/4" / 600 lbs 

HKK 1 1/2" / 600 lbs 

HLK 2" / 600 lbs 

YYY others, please specify 

 15.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 15.4 Gasket Counter Flanges 

00 without  

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

 15.5 Bolts & nuts Counter Flanges 

00 without 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN100) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN100) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN100) 

EE ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2" 600lbs RF/RTJ) 

EF ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2" 600lbs RF/RTJ) 

EG ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EH ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EJ ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 600lbs RF/RTJ) 

EK ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 600lbs RF/RTJ) 

EL ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan coated (2" 600lbs RF/RTJ) 

EM ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM Xylan ctd (2"600lbs RF/RTJ) 

EN ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 600lbs RF/RTJ) 

EP ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 electro galv. (2" 600lbs RF/RTJ) 

ER ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 600lbs RF/RTJ) 

ET ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 600lbs RF/RTJ) 

YY others, please specify 

 16. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-10 & ITA-10.0 3.19.4 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

10V324K3 100 1.4404/316L 52 265 0,6122 vented 1 

10T024K1 80 Titanium 50,8 265 0,7011 sealed 2 

10T024K3 80 Titanium 50,8 265 0,5823 sealed 1,2 

10T030K1 80 Titanium 50,8 325 0,6212 sealed 2 

10T030K3 80 Titanium 50,8 325 0,5275 sealed 1,2 

10T040K1 80 Titanium 50,8 425 0,5515 sealed 2 

10T040K3 80 Titanium 50,8 425 0,4871 sealed 1,2 

10T050K1 80 Titanium 50,8 525 0,5095 sealed 2 

10T050K3 80 Titanium 50,8 525 0,4574 sealed 1,2 

10T060K1 80 Titanium 50,8 625 0,4632 sealed 2 

10T060K3 80 Titanium 50,8 625 0,4209 sealed 1,2 

10T124K1 100 Titanium 50,8 265 0,8299 sealed 2 

10T124K3 100 Titanium 50,8 265 0,7006 sealed 1,2 

10T130K1 100 Titanium 50,8 325 0,7617 sealed 2 

10T130K3 100 Titanium 50,8 325 0,6594 sealed 1,2 

10T140K1 100 Titanium 50,8 425 0,6779 sealed 2 

10T140K3 100 Titanium 50,8 425 0,6075 sealed 1,2 

10T150K1 100 Titanium 50,8 525 0,6321 sealed 2 

10T150K3 100 Titanium 50,8 525 0,5775 sealed 1,2 

10T160K1 100 Titanium 50,8 625 - sealed 2 

10T160K3 100 Titanium 50,8 625 - sealed 1,2 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-11 3.20.1 ITA-11 

Characteristics: PN160 / Float pipe and flange material: 1.4571 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 3,91 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -11 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 3,91 mm seamless,   

  60,3 x 3,6 mm seamless   

  welding stud or   

 butt-weld connection wie T-pieces  
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 1500#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 
1.4571; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: same as pipe material  
   

Float material: 316Ti (1.4571);  Titanium***  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 160 bar  
   

Operation density: min. 0,6008 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

  -430 mm    

 -530 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm**  

 - C = 70 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** for end cap B=170 mm for WN  
*** not for use for hydrogen or alcohol -compounds  
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-11.0 3.20.2 ITA-11.0 

Characteristics: PN160 / Float pipe: 1.4571 and flanges: CS 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 3,91 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
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Mag. Level Gauge type ITA  

Technical Specifications magnetic level gauge type ITA -11.0 
 

Principle: Communicating tubes with magnetic float  
   

Mounting position: vertical  
   

Measuring range: max. 5000 mm (one -part)   

 > 5000 mm 2- or multipart  
   

Pipe diameter: 60,3 x 3,91 mm seamless,   

  60,3 x 3,6 mm seamless   

  welding stud or   

 butt-weld connection wie T-pieces  
   

Process connection: to specify:  

 Flanges DN15é50 (1/2"é2" 1500#),  

 Welding or threaded stud   
   

Drain/Vent connections: Plug 1/2"NPT   
   

Pipe material: 
1.4571; 1.4435; 1.4539; Hastelloy C4 
(2.4610);   

 Inconel 625 (2.4856); Inconel 825 (2.4858);  

 Titan (3.7035) (other materials on request)  
   

Flange material: CS  
   

Float material: 316Ti (1.4571);  Titanium***  
   

Operation temperature: -50..+400 °C  
   

Operation pressure: max. 160 bar  
   

Operation density: min. 0,6008 kg/dm³  
   

Viscosity: max. 5000 mPa s  
   

Bolts & Nuts: CS  

  SS  
   

Gasket Spiral wound, 316Ti   

 Cam profile, 316Ti   
   

Indication rail: Makrolon up to 120 °C  

 Aluminium up to 400 °C  

 1.4301 up to 400 °C  
   

Float types: Cylindical, sealed type  

 Length:   

 -270 mm  

 -330 mm  

  -430 mm    

 -530 mm  
   

Standard dimensions: -A = 240 mm*  

 -B = 130 mm**  

 - C = 70 mm  
Base equipment printed in bold letters!  
* for densities < 0,4243 kg/dm³ enlarge the s cale A  
** for end cap B=170 mm for WN  
*** not for use for hydrogen or alcohol -compounds  

 



240 

Mag. Level Gauge type ITA  

ITA-11/-11.0 3.20.3 Pressure-Temperature Table ITA-3 (float pipe)  
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes 

Mag. Level Gauge 
Type ITA-11 / ITA-11.0 / PN160 

 
 

Order Codes mag. Level gauge type ITA-11 / ITA-11.0 / PN160 
 

Code Description 

 Mag. Level Gauge type ITA-11 & ITA-11.0, PN160/1500 lbs 

 1. Type 

ITA-11 
ITA-11.0 

ITA-11, PN160/1500 lbs /Float pipe and Flanges: 1.4571 
ITA-11.0, PN160/1500 lbs /Float pipe: 1.4571; Flanges: C.S. 

 2. Type approval 

00 without 

EX Type approval acc. ATEX 

YY other type approval 

 2.1 Transmitter (selection in connection with type approval EX) 

0 without 

1 AVK-5333 Exia 

2 AVK-5335 Exia 

3 AVK-5350 Exia 

4 AVK-TMT802/84/85 Exia 

5 AVK-TMT142/162 Exia 

6 AVK-TMT181 Exia 

7 AVK-TMT182 Exia 

8 AVK-STT25 Exia 

9 AVK-STT17 Exia 

A M500 EExd 

B AT200 EExd 

C FMP EExd 

 2.2 Switch (selection in connection with type approval EX) 

0 without 

1 1690ATEX 

2 LMS-A EExd/LMS-AH EExd 

3 MS10 EExd/MS10H EExd 

4 MS11 EExd/MS11H EExd 

5 NI-Ex Exia/NI-ExH Exia 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 2.3 Heat tape (selection in connection with type approval EX) 

0 without 

1 TSL-X 

2 HSQ 

3 HSB 

4 QTVR2-CT 

 3. Size & material float pipe/material flanges 

36 Ø60,3x3,91mm (seamless), mat.: 316L/316L 

37 Ø60,3x3,91mm (seamless), mat.: 316Ti/316Ti 

YY other (special) materials, please specify 

 4. c to c distance 

L c to c distance in mm 

 4.1 Upper pipe stand off 

B Dim. B: 130 mm (Standard) 

Y Dim. B. in mm (please advise) 

 4.2 Lower pipe stand off 

A Dim. A: 240 mm (Standard) 

Y Dim. A. in mm (please advise) 

 5. Indication rail 

0 without indication rail 

1 indication rail material: Makrolon; max 120 °C 

2 indication rail material: Aluminium; max 400 °C 

3 indication rail material: 1.4404; max 400 °C 

 6. c to c distance > 5000 mm 

00 < 5000 mm - one part design 

K57 > 5000 mm - with flange connection: DN50 PN160, two or more parts design 

 7. Process connection side/side 

SA welding connection  

GS threaded connection 

FA flanged connection 

YY others, please specify 

 7.1 Standard 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 7.2 Nominal size / pressure rating 

000 welding or threaded connection 

A07 DN15 / PN160 

A17 DN20 / PN160 

A27 DN25 / PN160 

A37 DN32 / PN160 

A47 DN40 / PN160 

A57 DN50 / PN160 

AEL 1/2" / 1500 lbs 

AFL 3/4" / 1500 lbs 

AGL 1" / 1500 lbs 

AHL 1 1/4" / 1500 lbs 

AKL 1 1/2" / 1500 lbs 

ALL 2" / 1500 lbs 

YYY others, please specify 

 7.3 Flange faces process connection flanges 

00 welding or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip; Rz = 160µm) 

D3 DIN Form C (raised sealing strip; Rz = 160µm) 

D4 DIN Form D (raised sealing strip; Rz = 40µm) 

D5 DIN Form E (raised sealing strip; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 8. Side studs welded with T-pieces for 100 % X-ray testing 

0 Without 

T T-pieces 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 9. Float removal flange (bottom side) 

000 without 

BXX End cap (only if  float removal flange (top side)) 

B57 Flange DN50 PN160 incl. blind flange 

BLL Flange 2" ANSI 1500 lbs incl. blind flange 

L57 Flange DN50 PN160 reinforced for shut-off valve on side 

LLL Flange 2" ANSI 1500 lbs reinforced for shut-off valve on side 

YY others, please specify 

 9.1 Surface float removal flange (bottom side) 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip; Rz = 160µm) 

D3 DIN Form C (raised sealing strip; Rz = 160µm) 

D4 DIN Form D (raised sealing strip; Rz = 40µm) 

D5 DIN Form E (raised sealing strip; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 9.2 Gasket 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 9.3 Bolts & nuts float removal flange (bottom side) 

00 without (bottom side = End cap) 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN160) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN160) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN160) 

FE ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2"1500lbs RF/RTJ) 

FF ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2"1500lbs RF/RTJ) 

FG ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

FH ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

FJ ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

FK ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

FL ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan ctd (2" 1500lbs RF/RTJ) 

FM ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr.B7M/A194 Gr.2HM Xylan ctd (2"1500lbs RF/RTJ) 

FN ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 1500lbs RF/RTJ) 

FP ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2" 1500lbs RF/RTJ) 

FR ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 1500lbs RF/RTJ) 

FT ASME B16.5 UNC: 7/8" x 150 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 1500lbs RF/RTJ) 

YY others, please specify 

 10. Drain plug 

0 without 

4 Drain plug 1/2" NPT 

5 Drain plug 3/4" NPT 

6 Drain plug 1" NPT 

 11. Additional drain connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 11.1 standard 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 11.2 nominal size / pressure rating 

000 without 

D07 stud with flange DN15 PN160 

D17 stud with flange DN20 PN160 

D27 stud with flange DN25 PN160 

D37 stud with flange DN32 PN160 

D47 stud with flange DN40 PN160 

DEL stud with flange 1/2" ANSI 1500 lbs 

DFL stud with flange 3/4" ANSI 1500 lbs 

DGL stud with flange 1" ANSI 1500 lbs 

DHL stud with flange 1 1/4" ANSI 1500 lbs 

DKL stud with flange 1 1/2" ANSI 1500 lbs 

999 others, please specify 

 11.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

E07 DN15 PN160 

E17 DN20 PN160 

E27 DN25 PN160 

E37 DN32 PN160 

E47 DN40 PN160 

EEL 1/2" ANSI 1500 lbs 

EFL 3/4" ANSI 1500 lbs 

EGL 1" ANSI 1500 lbs 

EHL 1 1/4" ANSI 1500 lbs 

EKL 1 1/2" ANSI 1500 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 11.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12. Float pipe top end finish 

CXX End cap 

C57 Flange DN50 PN160 incl. blind flange 

CLL Flange 2" ANSI 1500 lbs incl. blind flange 

L57 Flange DN50 PN160 reinforced for shut-off valve on side 

LLL Flange 2" ANSI 1500 lbs reinforced for shut-off valve on side 

YY others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 12.1 Surface float pipe top end finish flange 

00 without 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 12.2 Gasket float pipe top end finish flange 

00 without (top = End cap) 

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 12.3 Bolts & nuts float pipe top end finish 

00 without (top = End cap) 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN160) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN160) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN160) 

EE ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2"1500lbs RF/RTJ) 

EF ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2"1500lbs RF/RTJ) 

EG ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

EH ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

EJ ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

EK ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

EL ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan ctd (2"1500lbs RF/RTJ) 

EM ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr.B7M/A194 Gr.2HM Xylan ctd (2"1500lbs RF/RTJ) 

EN ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv- (2" 1500lbs RF/RTJ) 

EP ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2" 1500lbs RF/RTJ) 

ER ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 1500lbs RF/RTJ) 

ET ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 1500lbs RF/RTJ) 

YY others, please specify 

 13. Vent plug at top end 

0 without 

4 Vent plug 1/2" NPT 

5 Vent plug 3/4" NPT 

6 Vent plug 1" NPT 

 14. Additional vent connection 

00 without 

SA welding connection  

GS threaded connection 

FA flanged connection, without blindflange 

YY others, please specify 

 14.2 nominal size / pressure rating 

0 without 

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 14.2 nominal size / pressure rating 

000 without 

F07 stud with flange DN15 PN160 

F17 stud with flange DN20 PN160 

F27 stud with flange DN25 PN160 

F37 stud with flange DN32 PN160 

F47 stud with flange DN40 PN160 

FEL stud with flange 1/2" ANSI 1500 lbs 

FFL stud with flange 3/4" ANSI 1500 lbs 

FGL stud with flange 1" ANSI 1500 lbs 

FHL stud with flange 1 1/4" ANSI 1500 lbs 

FKL stud with flange 1 1/2" ANSI 1500 lbs 

999 others, please specify 

 14.3 Welding neck flange with concentric reducer (X-ray testing) 

000 without 

G07 DN15 PN160 

G17 DN20 PN160 

G27 DN25 PN160 

G37 DN32 PN160 

G47 DN40 PN160 

GEL 1/2" ANSI 1500 lbs 

GFL 3/4" ANSI 1500 lbs 

GGL 1" ANSI 1500 lbs 

GHL 1 1/4" ANSI 1500 lbs 

GKL 1 1/2" ANSI 1500 lbs 

999 others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 14.4 Flange faces 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

 15. Counter Flange Process Connection side/side 

00 without  

SA welding connection (To be specified) 

GS threaded connection (To be specified) 

FA flanged connection 

YY others, please specify 

 15.1 Standard 

0 without  

S welding connection (please specify) 

T threaded connection (please specify) 

E EN 1092-1 

A ASME B 16.5 

D DIN (according to type & pressure rating) 

Y others, please specify 

(pl. see next page) 
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Mag. Level Gauge type ITA  

ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 15.2 nominal size / pressure rating 

000 without  

H07 DN15 / PN160 

H17 DN20 / PN160 

H27 DN25 / PN160 

H37 DN32 / PN160 

H47 DN40 / PN160 

H57 DN50 / PN160 

HEL 1/2" / 1500 lbs 

HFL 3/4" / 1500 lbs 

HGL 1" / 1500 lbs 

HHL 1 1/4" / 1500 lbs 

HKL 1 1/2" / 1500 lbs 

HLL 2" / 1500 lbs 

YYY others, please specify 

 15.3 Flange Face Counter Flanges 

00 without with welded connection or threaded connection 

E1 EN 1092-1 Form A (without sealing strip; Ra 3.2-12.5µm) 

E2 EN 1092-1 Form B1 (raised sealing strip; Ra 3,2-12,5µm) 

E5 EN 1092-1 Form B2 (raised sealing strip; Ra 0,8-3,2µm) 

E3 EN 1092-1 Form C (tongue; Ra 0,8-3,2µm) 

E4 EN 1092-1 Form D (groove; Ra 0,8-3,2µm) 

A1 ASME B 16.5 Raised Face (RF) 

A2 ASME B 16.5 Raised Face Smooth Finish (RFSF) 

A3 ASME B 16.5 Flat Face (FF) 

A4 ASME B 16.5 Ring-Type Joint (RTJ) 

A5 ASME B 16.5 Tongue (ASME) 

A6 ASME B 16.5 Groove (ASME) 

D1 DIN Form A (without special demand) 

D2 DIN Form B (raised sealing strip ; Rz = 160µm) 

D3 DIN Form C (raised sealing strip ; Rz = 160µm) 

D4 DIN Form D (raised sealing strip ; Rz = 40µm) 

D5 DIN Form E (raised sealing strip ; Rz = 16µm) 

D6 DIN Form F (tongue acc. DIN 2512) 

D7 DIN Form N (groove acc. DIN 2512) 

YY others, please specify 

(pl. see next page) 
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ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 15.4 Gasket Counter Flanges 

00 without  

GC Graphit spiral wound (inner ring: SS/outer ring: CS) up to 400 °C 

GS Graphit spiral wound (inner ring: SS/outer ring: SS) up to 400 °C 

RO Ring-Joint Seal Type R-Oval ASME B16.20 

99 others, please specify 

 15.5 Bolts & nuts Counter Flanges 

00 without 

7D DIN 2510 Form L: M24 x 120 mm; mat. YK (CK35) electro galvanized (DN50 PN160) 

7C DIN 2510 Form L: M24 x 120 mm; mat. A2-70 (DN50 PN160) 

7B DIN 2510 Form L: M24 x 120 mm; mat. Steel YK (CK35) Xylan coated (DN50 PN160) 

EE ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H electro galv. (2"1500lbs RF/RTJ) 

EF ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7M/A194 Gr. 2HM el. galv. (2"1500lbs RF/RTJ) 

EG ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.1/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

EH ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.1/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

EJ ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8 Cl.2/A194 Gr. 8 (2" 1500lbs RF/RTJ) 

EK ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B8M Cl.2/A194 Gr. 8M (2" 1500lbs RF/RTJ) 

EL ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. B7/A194 Gr. 2H Xylan ctd (2" 1500lbs RF/RTJ) 

EM ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr.B7M/A194 Gr.2HM Xylan ctd (2"1500lbs RF/RTJ) 

EN ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 electro galv. (2" 1500lbs RF/RTJ) 

EP ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 el. galv. (2"1500lbs RF/RTJ) 

ER ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7/A194 Gr. 7 Xylan coated (2" 1500lbs RF/RTJ) 

ET ASME B16.5 UNC: 5/8" x 108 mm; mat. A193 Gr. L7M/A194 Gr. 7 Xylan ctd (2" 1500lbs RF/RTJ) 

YY others, please specify 

 16. Additional bracket welded to the float pipe 

0 without 

H Bracket 

(pl. see next page) 
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ITA-11 & ITA-11.0 3.20.4 Order Codes (continuation) 

Code Description 

 17. Floats 

Pressure 
[bar] 

 

Material 
 
 

Diameter 
[mm] 

 

Length 
[mm] 

 

min. 
density 

[kg/dm³]  

Type: 
 
 

Note: 
 
 

11V324K3 160 1.4404/316L 45 265 0,7736 vented  

11T330K3 160 Titanium 45 325 0,4901 vented 2 

11T024K1 130 Titanium 45 265 0,8600 sealed 2 

11T024K3 130 Titanium 45 265 0,7450 sealed 1,2 

11T030K1 130 Titanium 45 325 0,7822 sealed 2 

11T030K3 130 Titanium 45 325 0,6949 sealed 1,2 

11T040K1 130 Titanium 45 425 0,7028 sealed 2 

11T040K3 130 Titanium 45 425 0,6391 sealed 1,2 

11T050K1 130 Titanium 45 525 0,6587 sealed 2 

11T050K3 130 Titanium 45 525 0,6106 sealed 1,2 

11T060K1 130 Titanium 45 625 - sealed 2 

11T060K3 130 Titanium 45 625 - sealed 1,2 

11T124K3 150 Titanium 45 265 0,7324 sealed 2 

11T130K3 150 Titanium 45 325 0,7042 sealed 1,2 

11T140K3 150 Titanium 45 425 0,6164 sealed 2 

11T150K3 150 Titanium 45 525 0,6008 sealed 1,2 

11T224K1 160 Titanium 42 265 0,9768 sealed 2 

11T224K3 160 Titanium 42 265 0,8120 sealed 1,2 

11T230K1 160 Titanium 42 325 0,8871 sealed 2 

11T230K3 160 Titanium 42 325 0,7613 sealed 1,2 

11T240K1 160 Titanium 42 425 0,7832 sealed 2 

11T240K3 160 Titanium 42 425 0,6934 sealed 1,2 

11T250K1 160 Titanium 42 525 0,7268 sealed 2 

11T250K3 160 Titanium 42 525 0,6571 sealed 1,2 

11T260K1 160 Titanium 42 625 - sealed 2 

11T260K3 160 Titanium 42 625 - sealed 1,2 

1: only with 316SS or Alumium Indication rail 

2: do not use this hydrogen or alcohol compounds 
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Mag. Level Gauge type ITA  

ITA 3. Level Gauges in Detail  

ITA-12 3.21.1 ITA-12 

Characteristics: PN250 / Float pipe and flange material: 1.4571 

 

 
 

Key: 
1 Float pipe welded, dimensions 60,3 x 5,54 mm 9 Additional drain flange, open 
2 c to c distance  10 Float pipe top end finish 
3 Design (Indication rail) 11 Vent plug 
5 Process connection side/side 12 Counter flanges 
6 Side studs welded with T-pieces  13 Additional bracket 
 for 100 % X-ray-testing 14 Float pipe seamless 
7 Float removal flange 15 Float 
8 Drain plug   
    

 


